The  Skylike  5300  Line  includes  three  variations  of  a  basic 
general  lighting  device  designed  for  use  with  Silvered  Bowl 
Incandescent  lamps.  These  luminaires  are  designed  for  either 
recessed  or  pendant  installation  (see  page  4).  Surface  installa¬ 
tions  may  also  be  accomplished  by  use  of  a  surface  mounting 
enclosure  described  on  page  4. 


The  fixtures  in  this  group  all  employ  a  basic  reflector  de¬ 
signed  to  afford  the  most  effective  utilization  of  silvered  bowl 
lamps.  The  difference  between  the  three  types  lies  in  the  shield¬ 
ing  and  diffusing  devices  which  offer  considerable  latitude  in 
matching  the  equipment  to  a  variety  of  aesthetic  and  illumina¬ 
tion  requirements  in  stores,  offices,  churches,  restaurants,  public 
buildings,  schools,  homes,  etc. 


CATALOG  NO.  5300 


Where  maximum  efficiency  and  minimum  clean¬ 
ing  maintenance  are  first  considerations  the  5300 
group  is  recommended.  These  units  are  equipped 
with  a  delicately  formed  concentric  ring  louver  of 
five  narrow  steel  bands.  A  sufficient  amount  of 
stray  light  is  intercepted  and  interreflected  by  the 
louver  to  impart  a  luminous  effect.  For  use  with 
150,  200,  300  or  500  watt  silvered  bowl  lamps. 


CATALOG  NO.  5301 


Light  control  in  this  group  is  effected  by  a  circular 
panel  of  lightly  etched  bent  glass  on  which  a  con¬ 
centric  pattern  of  narrow  bands  have  been  super¬ 
imposed  in  fired  enamel.  This  pattern  affords  an 
interesting  and  dignified  design  compatible  with 
many  architectural  treatments.  Available  for  150, 
200  or  300  watt  silvered  bowl  lamps. 


CATALOG  NO.  5302 


An  original  and  exclusive  Skylike  feature  has  been 
incorporated  in  this  group.  Shielding  consists  of  a 
circular  panel  of  bent  glass  similar  to  that  used  in 
the  5301.  However,  an  auxiliary  downlight  is  an 
added  feature.  A  polished  aluminum  reflector  sur¬ 
rounds  the  lamp  and  is  so  placed  as  to  collect  a 
small  portion  of  the  light  and  redirect  it  into  a  con¬ 
centrated  downward  beam.  A  concentric  louver 
prevents  direct  view  of  the  reflector.  The  down- 
light  feature  makes  the  5302  group  particularly 
applicable  to  high  ceiling  installations,  or  where 
accent  lighting  of  a  particular  area  is  desired. 

ACCESSORIES 

Various  accessories  including  Nite  Lite,  Surface 
Mounting  Drum,  Acoustical  Ceiling  Mount  are 
described  in  detail  on  page  4. 


53< 

)0  GROUP- 

RECESSED 

C/ 

IT.  NO. 

SILVERED 

DIMENSIONS 

WIRED 

PREWIRED 

BOWL 

RECESS 

FLANGE 

RECESS 

ASSEMBLY 

ASSEMBLY 

LAMP  SIZE 

DIAM. 

DIAM. 

DEPTH 

W5300/1 

5300/1 PW 

150 

21  yr 

22%" 

5%" 

W5300/2 

5300/2PW 

200 

21  Vi 

22  %" 

53/4" 

W5300/3 

5300/3PW 

300 

21  yr 

22  %" 

7" 

W5300/5 

5300/5PW 

500 

2i  yr 

22%" 

7" 

531 

31  GROUP- 

RECESSED 

W5301/1 

5301 /I PW 

150 

IV/," 

22  %" 

syr 

W5301/2 

5301/2PW 

200 

21  yr 

22  %" 

53/4" 

W5301/3 

5301/3PW 

300 

21  vr 

22  %" 

7" 

5302  GROUP- 

RECESSED 

W5302/1 

5302/1 PW 

150 

21  vr 

22  %" 

syr 

W5302/2 

5302/2PW 

200 

21  yr 

22  %" 

syr 

W5302/3 

5302/3PW 

300 

2iy2" 

22  %" 

7" 

W5302/5 

5302/5PW 

500 

2i  yr 

22%" 

7" 

WIRED  ASSEMBLY 


PREWIRED  ASSEMBLY 


Include  plaster  frame  and  all  fixture  parts 
with  wiring  harness  consisting  of  receptacle, 
receptacle  mounting  plate,  receptacle  cover 
and  48"  flex  conduit  connector  with  Type  AF 
Wire.  Harness  is  attached  to  reflector  in  the 
field  with  4  screws. 

Include  plaster  frame  with  attached  4"  square 
junction  box,  flexible  conduit  connector  to 
receptacle.  Unit  is  completely  wired  and 
assembled  with  all  fixture  parts  attached  ex¬ 
cept  shielding  louver. 
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KYLIKE  LUMINAIRES  USING  SILVERED  BOWL  INCANDESCENT  LAMPS 


SPECIFICATIONS  —  Recessed  Units 

Fixtures  shall  be  for  recessed  installation  designed  for  use  with  150,  200, 
300  or  500W  silvered  bowl  lamps.  They  shall  include  all  necessary  com¬ 
ponents  for  proper  and  complete  installation  in  accordance  with  all  national 
regulations  and  codes  applicable  thereto.  Each  fixture  shall  consist  of  a  die 
formed  steel  reflector,  a  medium  or  mogul  base  porcelain  receptacle,  a 
receptacle  mounting  plate  or  collar,  receptacle  cover,  plaster  ring  and  a 
diffusing  and  shielding  device  of  one  or  more  of  the  three  types  described 
below.  The  complete  assembly  may  be  of  the  wired  or  prewired  type;  if 
wired,  it  shall  include  48"  of  flexible  metallic  conduit  with  Type  AF  Wire 
attached  to  the  receptacle  cover  by  approved  connectors  and  wired  to  the 
terminals  of  the  receptacle.  If  prewired,  the  assembly  shall  include  a  4" 
square  junction  box  and  cover  attached  to  the  plaster  ring.  There  shall  be  a 
suitable  length  of  flexible  metallic  conduit  with  Type  AF  Wire  attached  to 
the  junction  box  and  connected  at  the  other  end  to  the  fixture  receptacle 
and  receptacle  cover. 


5300 


(A)  Reflectors  shall  be  die  formed  from  20  gauge  deep  draw  quality  steel  and 
approximately  21"  internal  diameter  and  22 7/g"  flange  diameter  by  4"  deep. 
They  shall  be  properly  pierced  for  the  attachment  of  receptacle  mounts  and 
for  the  attachment  to  plaster  rings.  Surfaces  shall  be  zinc  chromate  primed 
and  interior  finished  in  85%  reflection  factor  baked  matte  white  enamel. 

(B)  Shielding  devices  shall  be  of  one  or  more  of  the  following  types: 

FOR  5300  GROUP:  Shield  shall  consist  of  5  concentric  louvers  formed 
from  20  gauge  steel  joined  together  by  three  one  piece  die  formed  steel 
straps.  The  louver  assembly  shall  be  supported  by  three  support  rods  which 
shall  engage  spring  loaded  slots  in  a  collar  at  the  top  of  the  reflector. 

FOR  5301  GROUP:  Shield  shall  consist  of  a  circular  panel  of  bent  glass 
approximately  18"  in  diameter.  Glass  shall  be  lightly  etched  overall  and 
have  superimposed  design  consisting  of  concentric  enameled  bands.  The 
glass  panel  shall  rest  in  a  steel  supporting  ring  which  in  turn  is  supported 
by  rods  engaged  in  spring  loaded  slots  in  a  collar  at  the  top  of  the  reflector. 

FOR  5302  GROUP:  Shield  shall  consist  of  a  circular  panel  of  lightly 
etched  bent  glass  with  superimposed  enameled  design.  There  shall  also 
be  provided  an  auxiliary  downlighting  assembly  consisting  of  polished 
aluminum  reflector  and  concentric  louver  placed  at  center  of  glass  panel 
and  around  the  lamp.  Entire  shield  and  downlight  assembly  shall  be  sup¬ 
ported  by  three  rods  which  engage  spring  loaded  slots  in  a  collar  at  the  top 
of  the  reflector. 

Plaster  frames  shall  be  formed  in  one  piece  from  16  gauge  steel  and 
shall  be  equipped  with  tabs  for  attachment  to  ceiling  framework. 


5300  LINE  LUMINAIRE  BRIGHTNESS 


CAT.  NO. 

POSITION 

0° 

20° 

CJ 

o 

o 

35° 

O 

o 

45° 

O 

o 

o 

5300  (300W) 

1.1 

3.4 

4.2 

4.5 

5.2 

6.1 

3.2 

5301  (200W) 

1.7 

2.6 

2.7 

2.8 

3.1 

3.4 

6.1 

5302  (300W) 

1.5 

2.1 

3.0 

3.1 

3.2 

3.9 

65.0 

DIMENSIONAL  DATA  — RECESSED  TYPE 


CAT.  NO. 

5300 

5301 

5302 

Internal  Reflector  Diameter  (A) 

2i" 

21" 

21" 

Flange  Diameter  (B) 

22%" 

22%" 

22  %" 

Ceiling  Opening  Diameter 

21%" 

21%" 

21  %" 

Overall  Height— Recessed  Portion 

With  Medium  Base  Assembly  (C) 

5%" 

5%" 

5%" 

With  Mogul  Base  Assembly  ID) 

7" 

7" 

7" 

Extends  below  ceiling  (E) 

2%" 

1%" 

1%" 

COEFFICIENT 

(Interflectance 

OF  UTILIZATION— 5301 
Method)  ETL  Report  355877 

COEFFICIENT 

(Interflectance 

OF  UTILIZATION— 5302 
Method)  ETL  Report  355878 

Room 

Ceiling  Ref.  80 

Ceiling  Ref.  70 

Ceiling  Ref.  50 

Room 

Ceiling  Ref.  80 

Ceiling  Ref.  70 

Ceiling  Ref.  50 

Index 

Floor  Ref 

10 

Floor  Ref 

10 

Floor  Ref 

10 

Index 

Floor  Ref.  10 

Floor  Ref 

10 

Floor  Ref 

10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

50 

30 

10 

50 

30 

10 

50 

30 

10 

J 

29 

25 

22 

30 

25 

22 

28 

25 

22 

J 

32 

29 

26 

32 

29 

26 

31 

28 

26 

1 

36 

31 

28 

36 

31 

28 

35 

31 

28 

1 

38 

34 

31 

37 

34 

31 

37 

34 

31 

H 

41 

36 

32 

40 

35 

32 

39 

35 

32 

H 

42 

38 

35 

41 

38 

35 

40 

37 

35 

G 

43 

38 

34 

43 

38 

34 

41 

37 

34 

G 

45 

42 

39 

45 

41 

39 

44 

41 

38 

F 

49 

44 

41 

48 

44 

40 

47 

43 

40 

F 

48 

44 

42 

48 

44 

41 

46 

44 

41 

E 

54 

50 

46 

53 

49 

46 

51 

48 

46 

E 

52 

48 

46 

51 

48 

46 

50 

47 

45 

D 

57 

53 

50 

56 

52 

50 

55 

51 

49 

D 

54 

51 

48 

53 

50 

48 

52 

50 

48 

C 

59 

55 

53 

58 

55 

52 

56 

55 

51 

C 

56 

53 

51 

55 

52 

50 

54 

51 

50 

6 

62 

59 

56 

61 

58 

56 

59 

57 

55 

B 

58 

55 

53 

57 

55 

53 

55 

54 

52 

A 

63 

61 

59 

62 

60 

58 

61 

59 

57 

A 

59 

57 

55 

58 

56 

55 

57 

55 

54 

COEFFICIENT  OF  UTILIZATION— 5300 
(Interflectance  Method)  ETL  Report  354710 

Room 

Index 

Ceiling  Ref.  80 
Floor  Ref.  10 

Ceiling  Ref.  70 
Floor  Ref.  10 

Ceiling  Ref.  50 
Floor  Ref.  10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

j 

32 

28 

25 

32 

27 

24 

31 

27 

24 

i 

39 

35 

31 

39 

34 

31 

38 

34 

31 

H 

45 

40 

36 

44 

39 

36 

43 

39 

36 

G 

49 

44 

41 

49 

44 

40 

47 

43 

40 

F 

53 

48 

45 

52 

48 

44 

51 

47 

44 

E 

58 

53 

50 

57 

53 

50 

55 

52 

49 

D 

61 

57 

54 

60 

56 

53 

59 

55 

53 

C 

63 

59 

57 

62 

59 

56 

60 

58 

55 

B 

66 

63 

60 

65 

62 

60 

63 

61 

59 

A 

67 

65 

63 

66 

64 

62 

65 

63 

60 
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MM  5300 


LINE 


PENDANT  MOUNTED  TYPES 


SILVERED  BOWL 

DIMENSIONS 

CAT.  NO. 

LAMP  SIZE 

DIAM. 

HEIGHT  O.A. 

S5300  GROUP -PENDANT 

S5300/1 

150 

21 W 

28%" 

S5300/2 

200 

21  y2" 

28%" 

S5300/3 

300 

21V i 

sQO 

0s 

OO 

CN| 

S5300/5 

500 

2iy2" 

28%" 

S53 

01  GROUP-PENDANT 

S5301/1 

150 

21  y2" 

273/," 

S5301/2 

200 

21  y2" 

273/4" 

S5301/3 

300 

21  y/' 

273/4" 

S53 

02  GROUP -PENDANT 

S5302/1 

150 

21  y2" 

27%" 

S5302/2 

200 

21  yr 

27%" 

S5302/3 

300 

21  w 

27%" 

S5302/5 

500 

21  vr 

27%  " 

FINISH:  Reflector  (outside)  and  stem— Silclad 
Canopy  and  Husk— Black 


CAT.  NO. 

S5300 

S5301 

S5302 

Reflector  Diameter  (A) 

2 1  Vi  " 

2 1  V2  " 

2 1  V2  ” 

Overall  Height  with  Standard  Suspension  (B) 

28  %" 

27  V/' 

2  7%" 

Height— Ceiling  to  top  of  reflector  (C) 

2  P/4" 

2  P/4" 

2P/4" 

Length  of  Tubing— Standard  Unit  (D) 

163//' 

163//' 

163//' 

Canopy  Diameter 

6" 

6" 

6" 

SPECIFICATIONS 
Pendant  Mounted  Units 

Fixtures  shall  be  designed  for  pendant  mounting  on  standard  four  inch 
outlet  boxes.  They  shall  include  complete  pendant  suspension,  reflector,  and 
shielding  device  of  one  or  more  of  the  three  types  described  below. 

Pendant  suspensions  shall  consist  of  mounting  crossbar,  45°  non-twist 
"Univertical”  Swivel  Aligner,  canopy,  stem,  husk  and  medium  or  mogul 
porcelain  socket. 

(A)  Reflectors  shall  be  die  formed  from  20  gauge  deep  draw  quality  steel  and 
approximately  21"  internal  diameter  and  21 1//' flange  diameter  by  4"  deep. 
Interior  surfaces  shall  be  zinc  chromate  primed  and  finished  in  85%  reflec 
tion  factor  baked  matte  white  enamel. 

(B)  Shielding  devices  shall  be  of  one  or  more  of  the  following  types: 

FOR  S5300  GROUP:  Shield  shall  consist  of  5  concentric  louvers  formed 
from  20  gauge  steel  joined  together  by  three  one  piece  die  formed  steel 
straps.  The  louver  assembly  shall  be  supported  by  three  support  rods  which 
shall  engage  spring  loaded  slots  in  a  collar  at  the  top  of  the  reflector. 

FOR  S  5301  GROUP:  Shield  shall  consist  of  a  circular  panel  of  bent  glass 
approximately  18"  in  diameter.  Glass  shall  be  lightly  etched  overall  and 
have  superimposed  design  consisting  of  concentric  enameled  bands.  The 
glass  panel  shall  rest  in  a  steel  supporting  ring  which  in  turn  is  supported 
by  rods  engaged  in  spring  loaded  slots  in  a  collar  at  the  top  of  the  reflector. 

FOR  S  5302  GROUP:  Shield  shall  consist  of  a  circular  panel  of  lightly 
etched  bent  glass  with  superimposed  sandblasted  design.  There  shall  also 
be  provided  an  auxiliary  downlighting  assembly  consisting  of  polished 
aluminum  reflector  and  concentric  louver  placed  at  center  of  glass  panel 
and  around  the  lamp.  Entire  shield  and  downlight  assembly  shall  be  sup¬ 
ported  by  three  rods  which  engage  spring  loaded  slots  in  a  collar  at  the  top 
of  the  reflector. 


LUMINAIRES  BRIGHTNESS 
COEFFICIENT  OF  UTILIZATION 
LIGHT  DISTRIBUTION  CURVES 

Charts  and  curves  on  the  above  are  similar  to  those 
for  recessed  types.  Refer  to  page  3  for  details. 


ACCESSORIES  FOR  RECESSED  UNITS 


CAT.  NO. 

DESCRIPTION 

58 

NITE  LITE  receptacle  and  connector.  Accommodates  up 
to  40W  lamp.  Must  be  specified  on  order. 

5313/2 

5313/3 

SURFACE  MOUNTING  ENCLOSURE.  For  surface  installation 
of  any  recessed  type  unit  of  the  #5300  Line. 

For  medium  base  units-6y4"  high 

For  mogul  base  units— 7y2"  high 

Also  available  on  application  for  semi-recessed  installa¬ 
tions  in  various  heights  as  required. 

5314/A 

5314  /  B 

ACOUSTICAL  CEILING  MOUNTING  PANEL- 24"  x  24" 
square  panel  with  opening  to  receive  any  #5300  Line 
recessed  unit.  Replaces  standard  metal  or  composition 
acoustical  tiles. 

Furnished  with  mounting  angles  as  shown  for  snap-in  1 
type  metal  ceilings  or  in  metal  nailing  type  runners. 

Less  mounting  angles  for  acoustical  ceilings  in  “lay-in” 
splines  or  runner.  Panel  rests  in  flange  of  supporting  runner,  j 

PLASTER  FRAMES  normally  furnished  with  wired  or  pre-  1 
wired  units  are  not  required  with  Nos.  5313  or  5314. 
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FOR  RECESSED,  SEMI-RECESSED  OR 
SURFACE  MOUNTED  INSTALLATION  IN 
OR  ON  ANY  CEILING  CONSTRUCTION 


SKYLIKE  LIGHTING,  INC. 

OFFICE:  RKO  Bldg.,  Radio  City,  New  York 


*  A  SILVRAY  ASSOCIATED 

FACTORY:  Bound  Brook,  New  Jersey 


COMPANY 


Bulletin  SK-354  (Loose  Leaf  Manual  Sec.  20  •  Pages  1-12) 


DESIGNED  FOR  USE 


MODERN  #  FLEXIBLE  LIGHTING  SYSTEMS 


STORES  •  OFFICES  •  BANKS  •  SCHOOLS  •  THEATRES 
AUDITORIUMS  •  GYMNASIUMS  •  EXHIBIT  HALLS  •  LOBBIES 

Silvray’s  new  SKYLIKE  system  answers  all  of  the  functional  and 
aesthetic  requirements  of  modern  lighting  practice.  It  comprises 
two  basic  square  reflectors  in  24"  and  14"  sizes,  designed  to  pro¬ 
vide  illumination  of  remarkable  diffusion,  comfortable  low  bright¬ 
ness  and  pleasing  color  quality.  SKYLIKE  is  an  unique  and  exclusive 
combination  of  the  fundamental  principles  of  silvered  bowl  lamp 
indirect  lighting  with  modern  architectural  design. 

A  Skylike  system  offers  initial  savings  in  equipment  cost  through 
the  inherent  simplicity  of  the  silvered  bowl  lamp  which  eliminates 
costly  accessories  and  complicated  electrical  circuits.  Beyond  the 
first  cost.  Skylike  systems  continue*  to  demonstrate  important  sav¬ 
ings  to  the  user  through  simplified  relamping,  cleaning  and  main¬ 
tenance  features  and  through  high  maintained  efficiency. 


SILVERED  BOWL  LAMP 


The  silvered  bowl  lamp  is  of  standard 
manufacture,  listed  in  the  schedules  of 
all  incandescent  lamp  manufacturers. 
By  a  special  process  a  mirror  reflecting 
surface  of  pure  silver  is  deposited  on 
the  bowl.  This  silver  is  in  turn  sealed 
from  oxidation  by  an  electrolytically 
deposited  copper  coating.  A  final  pro¬ 
tective  coat  of  aluminum  is  then  ap¬ 
plied.  The  sealed  silver  reflecting  surface 
is  impervious  to  dirt  and  corrosion  and 
is  amazingly  accurate  in  light  control. 


SKYLIKE  24"  Square  units  with  metal  eggcrate  louver 

Base  unit  consists  of  24"  square  reflector  with  hinged  metal  eggcrate 
louver.  Designed  for  recessed,  semi-recessed  or  surface  mounted  instal¬ 
lation  in  plaster  and  metal  or  composition  acoustical  ceilings.  May  be 
used  with  150,  200,  300  or  500  watt  silvered  bowl  lamps. 

_ SEE  PAGES  6  AND  7 


SKYLIKE  24"  Square  units  with  plastic  or  glass  diffuser 

Base  unit  consists  of  24"  square  reflector  with  hinged  metal  frame 
with  eight  panels  of  diffusing  plastic  or  configurated  glass  or  alternate 
combinations  of  both.  Designed  for  recessed,  semi-recessed  or  surface 
mounted  installation  in  plaster  and  metal  or  composition  acoustical  ceil¬ 
ings.  May  be  used  with  150,  200  or  300  watt  silvered  bowl  lamps. 

SEE  PAGES  8  AND  9 

Jr.  SKYLIKE  14"  Square  units  with  metal  eggcrate  louver 

Base  unit  consists  of  14"  square  reflector  with  hinged  metal  eggcrate 
louver.  Designed  for  recessed  or  surface  mounted  installation  in  plaster 
and  metal  or  composition  acoustical  ceilings.  May  be  used  with  75,  100, 
or  150  watt  silvered  bowl  lamps. 

- - -  SEE  PAGES  10  AND  11 


Jr.  SKYLIKE  14"  Square  units  with  glass  diffuser 

Base  unit  consists  of  14"  square  reflector  with  hinged  metal  frame 
with  configurated  glass  panel.  Designed  for  recessed  or  surface  mounted 
installation  in  plaster  and  metal  or  composition  acoustical  ceilings.  May 
be  used  with  75,  100  or  150  watt  silvered  bowl  lamps. 

— — — _ SEE  PAGES  10  AND  11 
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Skulike 


FEATURES 


EXCLUSIVE 

1.  FLOOR  SERVICE  RELAMPING 

All  Skylike  units  are  designed  to  permit  the  use  of  pole  type  lamp 
changers  to  replace  lamps.  No  ladders  are  needed  and  it  is  not 
necessary  to  handle  fixture  parts  in  the  relamping  operation. 


2.  VARIABLE  LIGHT  OUTPUT 

All  Skylike  units  accommodate  two  or  more  sizes  of  silvered  bowl 
lamps.  Range  of  the  complete  line  is  from  75  to  500W— from  1000 
to  10,000  lumens.  Units  are  adapted  to  various  size  lamps  by  means 
of  simple,  low  cost  accessories.  Illumination  in  any  area  lighted  with 
Skylike  may  be  increased  without  adding  new  equipment. 

3.  COMPLETE  STRUCTURAL  FLEXIBILITY 

Skylike  units  can  be  installed  either  fully  recessed  or  exposed  in 
any  type  of  construction.  Standard  accessory  items  provide  easy 
low  cost  installation  in  every  known  type  of  construction  and  acous¬ 
tical  ceiling  material. 

4.  PROJECTION  WELDED  LOUVERS 

Metal  louver  assemblies  for  Skylike  units  are  enclosed  in  a  die 
formed  “J”  frame.  Each  intersection  of  the  louver  grid  is  projection 
welded.  Because  of  these  precision  methods,  Skylike  louvers  remain 
true  and  undistorted  through  years  of  service. 

5.  ONE  PIECE  DIE-FORMED  REFLECTORS 

Years  of  experience  with  silvered  bowl  lamps  have  been  utilized 
in  the  design  of  the  Skylike  reflectors  to  provide  maximum  light  out¬ 
put  and  most  effective  brightness  control.  Reflectors  are  of  heavy 
gauge  steel,  formed  in  one  piece  from  precision  dies.  They  remain 
free  from  warping  and  distortion  under  the  most  severe  installation 
and  service  conditions. 


6.  HIGH  MAINTAINED  EFFICIENCY 

All  Skylike  systems  use  standard  silvered  bowl  lamps.  The  sealed 
silver  mirror  reflector  applied  directly  to  the  lamp  is  impervious  to 
dirt  and  corrosion.  Each  new  lamp  restores  the  initial  lighting  effi¬ 
ciency  of  the  Skylike  system. 


OTHER  IMPORTANT  SKYLIKE  FEATURES 


SHIELDING  DEVICES?  A  variety  of  shielding  methods  is  available  on  most 
Skylike  units.  These  variations  permit  a  selection  of  Skylike  equipment  to 
meet  a  wide  range  of  preference  in  appearance  and  lighting  performance. 
Metal  eggcrate  louvers  are  available  for  both  24"  and  14"  square  units. 
This  type  of  shielding  provides  maximum  efficiency  with  minimum  of  clean¬ 
ing  maintenance.  Louver  openings  are  1  square  which  results  in  an  appear¬ 
ance  of  fine  texture  and  uniform  brightness. 

When  architectural  treatment  requires  more  dignity  and  freedom  from 
mechanical  appearance,  glass  or  plastic  diffusers  are  suggested.  The  24" 
square  unit  offers  either  glass  or  plastic  or  combination  of  both  in  a  dis¬ 
tinctively  styled  panelled  frame.  The  14"  square  Jr.  .Skylike  is  available  with 
a  single  panel  of  configurated  pebbled  glass  in  a  hinged  metal  frame. 
Corning  glass  panels,  such  as  Foto-lite  or  Lens  Pattern  70  will  be  furnished 
on  order  at  an  additional  charge. 

COLOR  QUALITY?  The  light  from  Skylike  systems  is  the  warm  stimulating 
color  of  filament  lamps.  Recent  qualified  tests  indicate  that  this  light  is 
preferred  for  the  best  appearance  of  a  wide  range  of  materials  of  varying 
color  and  texture.  Filament  lamps  are  the  predominant  light  source  used  in 
homes.  Clothing,  floor  coverings,  furniture,  draperies,  cosmetics  and  foods 
purchased  for  the  home  are  usually  viewed  under  this  light  which  is  rich  in 
the  red  and  yellow  portion  of  the  spectrum.  It  follows,  therefore,  that  all 
areas  where  goods  for  home  or  personal  use  are  displayed  and  sold  should 
have  light  which  approximates  the  colors  under  which  they  will  be  used. 

This  warm  color  quality  is  inherent  in  all  Skylike  systems.  Since  com¬ 
parable  color  can  only  be  obtained  from  fluorescent  systems  at  some  pre¬ 
mium  of  cost  and  electrical  capacity,  it  is  frequently  true  that  the  overall 
cost  of  the  Skylike  system  will  be  lower  than  for  a  fluorescent  system  of 
comparable  intensity  and  color  characteristic. 

ACOUSTICAL  CEILING  INSTALLATIONS:  Acoustical  ceiling  materials  and 

suspension  methods  have  been  studied  in  great  detail.  As  a  result,  a  com¬ 
plete  line  of  installation  accessory  devices  has  been  developed  to  provide 
an  easy  method  of  installing  Skylike  units.  One  of  these  accessories  will 
permit  Skylike  installations  in  ceilings  of  plaster,  gypsum  board,  metal 
acoustical  tiles  and  cellulose  or  mineral  composition  materials.  Detailed 
data  is  published  covering  Skylike  installations  in  practically  all  commonly 
used  treatments. 


ELECTRICAL  CIRCUIT:  The  use  of  filament  lamps  requires  only  the  sim¬ 
plest  electrical  circuit.  Skylike  systems  eliminate  all  operating  auxiliaries, 
reducing  weight  and  eliminating  parts  which  cause  trouble  and  faulty  lamp 
operation. 

INSTANT  STARTING:  Silvered  bowl  and  semi-silvered  bowl  lamps  used  in 
Skylike  units  start  instantly  when  the  switch  is  thrown.  Like  all  filament 
lamps  they  operate  equally  well  on  alternating  or  direct  current  and  may 
be  connected  to  dimmers  or  other  control  devices. 

EFFICIENCY:  The  Skylike  unit  carries  its  own  ceiling  reflector.  Therefore, 
the  resultant  illumination  on  the  working  plane  is  not  dependent  on  the 
color  or  condition  of  walls  and  ceilings.  Skylike  systems  reduce  the  need 
for  frequent  interior  repainting.  Similarly  they  provide  higher  illumination 
values  when  walls  and  ceilings  are  finished  in  relatively  dark  colors. 

LIGHT  WEIGHT:  The  complete  24"  Skylike  unit  weighs  about  15  pounds 
and  the  Jr.  Skylike  is  about  6  pounds.  These  weights  are  less  than  half  the 
weight  of  other  recessed  lighting  units.  Units  are  easier  to  handle  and 
install— require  less  framing  and  supporting  members. 

COMPACT  DESIGN:  Units  are  approximately  24"  or  14"  square— con¬ 
venient  to  handle  with  a  minimum  of  labor.  Depth  of  medium  base  24" 
Skylike  units  is  only  —  Jr.  Skylike  only  6%",  thus  requiring  minimum 
of  recess  space.  Semi-recessed  units  are  adjustable  as  to  recess  space 
available. 

HINGED  REMOVABLE  LOUVERS  AND  DIFFUSERS:  Four  slide  action  bars 

are  used  to  retain  the  Skylike  louver  or  diffuser  frame  in  the  reflector. 
These  bars  engage  slots  in  the  reflector  wall.  Pushed  in  to  engage  the  slot, 
the  bar  provides  a  positive  lock  for  the  frame.  To  release  the  frame  it  is 
raised  slightly  at  which  point  the  bars  can  be  withdrawn  to  permit  removal 
of  the  frame.  By  withdrawing  only  two  of  the  bars,  the  frame  can  hinge  on 
the  remaining  two  and  when  in  this  position  the  safety  lock  again  functions 
to  prevent  the  frame  from  disengaging. 

ONE  LAMP  PER  UNIT:  Skylike  units  each  require  one  compact,  screw- 
base  filament  lamp.  To  equal  the  lumen  output  of  a  300W  silvered  bowl 
lamp,  for  example,  10’  of  iy2"  fluorescent  tubing  is  required  in  the 
standard  cool  white  color,  16’  in  the  deluxe  warm  white.  The  relative  ease 
of  relamping  and  cleaning  is  self-evident. 
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SKYLIKE 

Panelled  Plastic  Diffuser 


The  Skylike  system  comprises  basic  reflectors  in  two  sizes  approximate!  .  , 
24"  and  14"  square.  Each  size  of  basic  unit  includes  two  types  of  diffusing Tc" 
and  shielding  devices.  Both  reflectors  are  furnished  with  a  hinged  meta  r  ! 
eggcrate  louver  so  designed  that  the  silvered  bowl  lamp  protrudes  througl 
an  opening  in  the  center  of  the  louver.  In  addition,  24"  units  are  suppliet 
with  a  hinged  metal  frame  divided  into  eight  panels  in  which  are  fittec 
sections  of  diffusing  plastic  or  glass.  The  14"  unit  is  available  with  a  pane 
of  lens  type  glass  also  enclosed  in  a  hinged  metal  frame.  As  in  the  cast 
of  metal  louvered  models.  Skylike  units  with  plastic  or  glass  are  also  de 
signed  so  that  the  silvered  bowl  lamp  extends  through  a  center  opening 
In  addition  to  the  basic  reflector  and  diffusing  device,  a  group  of  acces 
sory  items  are  provided  which  complete  and  adapt  the  base  unit  to  severa 
lamp  sizes  and  to  a  wide  range  of  construction  conditions. 


REFLECTOR  CONSTRUCTION 


Skylike  reflectors  are  die  formed  in  one  piece  from  20  gauge  electrolytic 
zinc  coated  steel.  A  %"  finishing  flange  surrounding  the  reflector  is  pro¬ 
vided  with  small  knockouts  through  which  screws  are  inserted  to  support! 
the  Skylike  unit  from  any  of  the  several  mounting  accessories.  The  top  of 
the  reflector  has  a  round  opening  to  which  the  receptacle  mounting  device 
and  cover  is  attached.  Reflectors  treated  with  zinc  chromate*  primer  and 
finished  in  85%  reflection  factor  high  baked  matte  white  enamel. 

Skylike  24"  reflectors  are  also  furnished  without  ceiling  flange.  This 
flangeless  reflector  is  required  for  multiple  unit  assemblies  in  metal  acousti¬ 
cal  ceiling  with  "T"  Bar  snap-in  framing  members. 


LOUVER  AND  DIFFUSER  FRAME  CONSTRUCTION 


1 4  '  Square 
Jr.  SKYLIKE 
Metal  Eggcrate  Louver 


SURFACE 

MOUNTED 


FLOOR  SERVICE  RELAMPING 


All  Skylike  units  are  designed  so  that 
relamping  can  be  accomplished  from  the 
floor  using  a  pole  type  lamp  changer. 
Lamps  from  75  watts  to  500  watts  are  easily 
gripped  by  changers  of  the  rubber  vacuum 
type.  These  changers  have  been  effectively 
used  on  units  mounted  as  high  as  20'  from 
the  floor.  This  feature  alone  represents  an 
important  economy  for  the  user  since  it 
reduces  labor  cost  of  relamping  to  a  frac¬ 
tion  of  that  associated  with  other  types  of 
lighting  equipment  which  require  the  use 
of  ladders.  Skylike  units  may  also  be  ar¬ 
ranged  for  relamping  from  above  the  ceil¬ 
ing.  In  gymnasium  applications,  the  Skylike 
bulb  guard  protects  the  lamp.  This  acces¬ 
sory  may  also  be  removed  with  the  vacuum 
type  lamp  changer. 


Skylike  eggcrate  louvers  and  diffuser  frames  are  of  sturdy  construction 
due  to  exclusive  mechanical  features.  Louvers  and  diffusers  are  enclosed  in 
a  die  formed  outer  "J"  frame.  In  the  eggcrate  louver  the  metal  strips  form¬ 
ing  the  grid  are  interlocked  with  each  other  and  the  "J"  frame  and  the 
entire  assembly  is  projection  welded  so  that  each  metal  junction  is  a  welded 
joint.  Paneled  frames  for  plastic  or  glass  are  similarly  interlocked  and 
welded  and  provided  with  concealed  hold-down  clips  for  plastic  or  glass 
panels. 

Louvers  are  attached  to  reflectors  by  means  of  four  slide  action  bars 
operated  from  the  exposed  side  of  the  frame.  These  bars  engage  four  slots 
in  the  reflector  wall.  An  ingenious  safety  lock  is  incorporated  in  the  slide 
bar  which  prevents  it  from  being  withdrawn  from  the  slot  in  the  reflector 
unless  the  louver  frame  is  raised  slightly.  These  slide  bars  also  serve  as 
hinging  devices  for  the  louver. 

ASSEMBLY,  WIRING  AND  UNDERWRITER’S  LABORATORY  APPROVAL 

Skylike  equipment  is  available  completely  wired  and  assembled  or 
unassembled  and  unwired.  Wired  and  assembled  units  consist  of  base  unit, 
receptacle  assembly  and  4'  section  of  Type  AF  wire  enclosed  in  flexible 
metallic  conduit.  These  assembled  units  carry  the  Underwriter's  Laboratories,  I 
Inc.  Recessed  Fixture  Label.  However,  installation  accessory  items  such  as 
plaster  frames,  surface  mounting  frames  and  reflector  mounting  angles 
must  be  specified  and  ordered  separately  when  required  with  wired 
assemblies. 


On  sizable  installations,  it  will  frequently  be  found  that  considerable 
saving  in  equipment  cost  can  be  effected  by  purchasing  Skylike  com¬ 
ponents  unwired  and  unassembled.  To  facilitate  the  correct  selection  of 
base  units  and  accessories  for  the  many  types  of  ceiling  construction,  a 
series  of  complete  code  numbers,  each  applicable  to  a  particular  type  of 
ceiling  construction  has  been  prepared  for  all  Skylike  units.  Code  numbers 
appear  in  tables  which  indicate  all  of  the  accessory  items  required.  Users 
may  therefore  receive  all  parts  necessary  for  a  given  type  of  installation 
by  using  these  code  numbers  in  specifying  and  ordering.  Unassembled  com¬ 
ponents  are  listed  under  the  Re-examination  Service  of  Underwriter's 
Laboratories,  Inc. 

PATTERN  LIGHTING 


The  modular  design  of  Skylike  units  affords  maximum  flexibility  in 
lighting  layout.  With  recessed,  semi-recessed  or  surface  mounted  types  it 
is  possible  to  build  up  complete  lighting  patterns  in  a  great  variety  of  shapes 
or  sizes.  As  shown  on  Page  12  Skylike  units  can  be  used  as  the  basis  of  a 
completely  luminous  ceiling  of  very  high  efficiency  and  moderate  cost. 
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*  only  on  Jr.  Skylike 


e|jj  FURS,  San  Francisco,  using 
ed  Skylike  units  in  suspended 
grid  frame. 


HARDING  FURS,  Chicago,  using  re¬ 
cessed  Skylike  units  with  semi-sil¬ 
vered  bowl  lamps  for  accent  lighting. 


PRIVATE  CLUB  ROOM  in  the  Shera- 
ton-Cadillac  Hotel,  Detroit  with  re¬ 
cessed  Skylike  units. 
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* 


Skulike 


24"  SQUARE  SERIE 


50  and  50F  Series  •  Metal  Eggcrate  Lou1 


Base  unit  consists  of  24"  square  reflector  formed  from 
20  gauge  electrolytic  zinc  coated  steel  fitted  with  metal 
eggcrate  louver  having  a  l"x  1"  grid.  Catalog  #50F  unit 
has  %"  finishing  flange;  Catalog  #50  available  without 
flange.  Louver  is  secured  to  reflector  by  four  slide  bar  safety 
latches  which  lock  louver  in  position  unless  manually  raised 
from  seat.  Louver  can  be  hinged  in  either  of  two  directions. 
All  exposed  portions  of  reflector  and  louver  finished  in  85% 
reflection  factor  baked  matte  white  enamel. 

Receptacle  assemblies  for  150,  200,  300  and  500  watt 


silvered  bowl  lamps  each  include  receptacle  mounting  plate 
or  collar  for  medium  or  mogul  base  lamps  respectively,  me¬ 
dium  or  mogul  base  porcelain  receptacle,  receptacle  cover, 
and  bulb  ring,  the  latter  to  complete  center  opening  of  louver. 

Plaster,  semi-recess  and  surface  mounting  frames  are  all 
equipped  with  self-locating  Tinnerman  nuts  to  receive  mount¬ 
ing  screws  from  reflectors  and  are  furnished  with  all  neces¬ 
sary  mounting  hardware.  Plaster  frames  are  prime  coat  fin¬ 
ished;  surface  mounting  and  semi-recessed  frames  finished 
in  semi-gloss  baked  white  enamel. 


See  drawings  in  left  hand  column  of  table  on  opposite  page  for  identity  and  catalog  number  of  all  components. 

BASE  UNITS  WITH  RECEPTACLE  ASSEMBLIES 


BASE 

UNIT 

A 

B 

c 

D 

E 

50F 

25-1/4 

23-1/2 

5-7/8 

7-1,2 

8-3/4 

50 

24 

23-1/2 

5-7/8 

7-1/2 

8-3  4 

D  IS  OVERALL  HEIGHT  WITH  150  OR  200  WATT  RECEP¬ 
TACLE  ASSEMBLIES  No.  51-150  OR  51-200. 

E  IS  OVERALL  HEIGHT  WITH  300  OR  500  WATT  RECEP¬ 
TACLE  ASSEMBLIES  No.  51-300  OR  51-500. 


SURFACE  MOUNTING  AND  SEMI-RECESSED  FRAMES 


FRAME 

DIMENSIONS 

NUMBER 

APPLICATION 

H 

G 

1 

S 

53/200 

SURFACE  MOUNTING 

7-3/4 

30-5/8 

23-3/4 

25-9/16 

53/300 

SURFACE  MOUNTING 

9 

30-5/8 

23-3/4 

25-9/16 

54A 

SEMI  RECESSED 
ACOUSTICAL  CEILING 

2 

30-5/8 

23-3/4 

25-9/16 

56 

PLASTER  FRAME 
TOTALLY  RECESSED 

2  1/2 

24-1/16 

23-5/16 

25 

COEFFICIENT  OF  UTILIZATION 


(Interflectance  Method) 


Room 

Index 

Ceiling  Ref. 

Floor  Ref. 

80 

10 

Ceiling  Ref. 
Floor  Ret. 

70 

10 

Ceiling  Ref. 
Floor  Ref. 

50 

10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

J 

31 

27 

24 

30 

27 

24 

30 

27 

24 

1 

38 

33 

30 

37 

33 

30 

37 

33 

30 

H 

43 

38 

35 

42 

38 

35 

41 

37 

35 

G 

47 

42 

39 

46 

42 

39 

45 

41 

39 

F 

50 

46 

43 

47 

45 

42 

48 

45 

42 

E 

54 

50 

47 

53 

50 

47 

52 

49 

47 

D 

56 

53 

50 

56 

53 

50 

54 

52 

50 

C 

58 

55 

53 

57 

55 

52 

56 

54 

52 

B 

60 

58 

56 

60 

57 

56 

58 

56 

55 

A 

62 

59 

57 

61 

59 

57 

59 

58 

56 

ETL  Report  334503 


LUMINAIRE  BRIGHTNESS 


POSITION 

20° 

30° 

35° 

o 

o 

45° 

200  W. 

SILVERED 

BOWL  LAMP 

1.1 

1.6 

2.4 

3.2 

4.0 

CANDLES  PER  SQUARE  INCH 

PRE-WIRED  ASSEMBLIES 

Where  permitted  or  required  by  local  electrical  inspection  authori¬ 
ties,  Skylike  base  units  Cat.  Nos.  50F  or  50  are  available  with  a  4" 
square  junction  box  attached  to  the  reflector.  A  length  of  flexible  metal¬ 
lic  cable  with  TypeAF  fixture  wire  is  provided  to  connect  the  junction 
box  and  the  Skylike  receptacle  housing.  This  assembly  permits  use  of 
“feed-thru”  connections  for  branch  circuits  employing  low  temperature 
building  wires.  The  use  of  the  prewired  assembly  does  not  interfere 
with  or  limit  the  use  of  other  Skylike  installation  accessories. 


WIRED  UNITS 

SKYLIKE 

DISTRIBUTION 

Wired  unit  assemblies  include  base  unit,  re- 

CURVE 

ceptacle  assembly  and  4"  flexible  metallic  cable 

200  W.  SILVERED 

with  type  AF  wire.  Underwriters  Laboratories, 

BOWL  LAMP 

Inc.  Recessed  Fixture  Label.  S 

W50F/150W.  | 

Wired  assembly  for  1  50W  silvered  bowl  lamp  u 

W50F/200W.  t 

Wired  assembly  for  200W  silvered  bowl  lamp  J 

W50F/300W. 

Wired  assembly  for  300W  silvered  bowl  lamp 

W50F/500W. 

Wired  assembly  for  500W  silvered  bowl  lamp 
Where  #50  base  unit  is  required  omit  * 

X-Wtefficiency 

symbol  F  in  above  Catalog  numbers. 

l'lL'  61  % 

SKYLKKE  COMPONENT  PARTS  SELECTOR 
BASE  UNITS  WITH  METAL  EGG  CRATE  LOUVERS 
CODE  NOS.  ARE  FOR  CONVENIENCE  IN  ORDERING  •  PARTS  ARE  NOT  ASSEMBLED 


R 1 ^ _ 

APPLICATION 

COMPLETE 

CODE 

NO. 

BASE 

UNIT 

Cat.  No. 

RECEPTACLE 
ASSEMBLY 
Cat.  No. 

MOUNTING 

FRAME 

Cat.  No. 

REFLECTOR 
MTG.  ANGLE 
(Pairs) 

Cat.  No.  59 

PIASTER  FRAME 

SURFACE  MOUNTING  OR 
SEMI-RECESSED  FRAME 

Recessed  in  plaster  ceil¬ 
ings  on  metal  lath. 

RP50F/150 

RP50F/200 

RP50F/300 

RP50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

56 

Semi  -  recessed  in  plaster 
ceilings  on  metal  lath. 

SP50F/150 

SP50F/200 

SP50F/300 

SP50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

54A 

and 

56 

SUSPENSION 

ASSEMBLY 

53/200S  53/300S 

REFLECTOR  MOUNTING  ANGLES 

S  EM 

BOWL  DIME) 

ACCESSORY  B,.LB 

GUARD 

52  57 

O  *  J 

RECEPTACLE  ASSEMBLIES 

H)  © 

51/300  51/150 

51/500  51/200 

WIRING  CONNECTOR  NO.  79 

Recessed  in  acoustical  tile 

with  metal  framing. 

A,  B,  C,  D,  E,  F,  H 

J 

RA50F/150 

RA50F/200 

RA50F/300 

RA50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

l 

Recessed  in  U.  S.  Gypsum 

EZS  Acoustical  k 

R  Z50  /1 50 

R  Z50/200 

R  Z50  /300 

R  Z50  / 500 

50 

50 

50 

50 

51/150 

51/200 

51/300 

51/500 

Semi-recessed  in  Dry  Ceil¬ 
ings  or  Acoustical  Ceilings 

G,  H  J 

SA50F/150 

SA50F/200 

SA50F/300 

SA50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

54A 

Surface  mounted.  Any  type 
of  ceiling. 

SM50F/150 

SM50F/200 

SM50F/300 

SM50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

53/200 

53/200 

53/300 

53/300 

Suspended  with  special 
surface  mounting  frame 
and  twin  stem  hanger. 

SU50F/150 

SU50F/200 

SU50F/300 

SU50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

53/200 S 
53/200S 
53/300S 
53/300S 

Unassembled  Skylike  units  listed  under  Re-examination  Service  Underwriters  Labs.,  Inc. 


WIRED  ASSEMBLIES:  Wired  unit  assemblies  consisting  of  base  unit  receptacle  assembly  and  #79  Flex  connector  may  be  substituted  for  unwired, 
unassembled  parts  as  listed  above.  When  furnished  in  this  manner,  units  will  carry  Recessed  Fixture  Labels  of  Underwriters'  Laboratories,  Inc. 

TO  ORDER  INSERT  PREFIX  "W”  AHEAD  OF  ABOVE  CODE  NUMBERS:  E.G.,  WRP50F/200,  WRA50F/300,  ETC. 

PRE-WIRED  ASSEMBLIES:  a  pre-wired  unit  assembly  consisting  of  a  base  unit  with  attached  4  square  junction  box,  receptacle  assembly  and 
wired  flexible  conduit  connector  to  receptacle  cover  is  available  for  installations  where  it  is  desired  to  "Feed-thru”  branch  circuit  connections.  The 
pre-wired  assembly  may  be  substituted  for  unwired,  unassembled  components  as  listed  above.  Pre-wired  assemblies  carry  Recessed  Fixture  Labels  of 
Underwriters'  Laboratories,  Inc. 

TO  ORDER  ADD  SUFFIX  "PW”  AFTER  ABOVE  CODE  NUMBERS:  E.G.,  RP50F/200  PW,  RA50F/300  PW,  ETC. 

A  -  JOHNS-MANVILLE  C  -  ARMSTRONG  CORK  E  -  FAMCO  G  -  ALUMI-COUSTIC  J  -  DRIVE-LOK 

B  —  NATIONAL  GYPSUM  D  —  POMEROY  F  —  SECURITEE  H  —  ALUMI-LOCK  K  —  U.S.  GYPSUM  EZS 


Skulixe 


P50-P50F-G50-G5 


Plastic  or  Glass  Diffuse 


The  base  unit  consists  of  a  24"  square  reflector  and  a  dif¬ 
fusing  shield.  Reflectors  are  formed  from  20  gauge  electro¬ 
lytic  zinc  coated  steel  and  are  made  in  two  styles,  with  or 
without  %"  finishing  flange.  The  diffusing  shields  are  of  two 
types,  one  consisting  of  8  panels  of  translucent  formed  plasfic 
and  the  other  with  8  panels  of  pebble  pattern  glass.  In  both 
types  of  shield  the  metal  center  square  surrounding  the  bulb 
is  made  luminous  by  four  corner  inserts  of  molded  plastic. 
The  frame  for  the  diffuser  is  of  steel  and  enclosed  in  a  sturdy 
outer  “J”  frame  which  in  turn  is  secured  to  the  reflector  by 
four  slide  bar  safety  latches  which  lock  frame  in  position 
unless  manually  raised  from  its  seat.  Frame  can  be  hinged  in 
either  of  two  directions.  All  exposed  portions  of  reflector  and 


diffuser  frame  are  finished  in  85%  reflection  factor  baked 
matte  white  enamel. 

Receptacle  assemblies  for  150,  200,  and  300  watt 
lamps  each  include  receptacle  mounting  plate  or  collar  for 
medium  or  mogul  base  lamps  respectively,  medium  or  mogul 
base  porcelain  receptacle,  receptacle  cover,  and  bulb  ring, 
the  latter  to  complete  center  opening  of  diffuser  frame. 

Plaster,  semi-recess  and  surface  mounting  frames  are  all 
equipped  with  self-locating  Tinnerman  nuts  to  receive  mount¬ 
ing  screws  from  reflectors  and  are  all  furnished  with  all 
necessary  mounting  hardware.  Plaster  frames  are  prime  coat 
finished;  surface  mounting  and  semi-recessed  frames  are 
finished  in  semi-gloss  baked  white  enamel. 


See  drawings  in  left  hand  column  of  table  on  opposite  page  for  identity  and  catalog  number  of  all  components. 


Cat.  No. 
P50F 

with  8  Panel 
PLASTIC 
DIFFUSER 


UNITS  WITH  8  PANELS  OF  FORMED  PLASTIC 

WP50F/1 50 — Wired  assembly  for  150W  silvered  bowl  lamp 
WP50F/200— Wired  assembly  for  200W  silvered  bowl  lamp 


BASE  UNITS 

CAT.  NO.  CONSISTS  OF 

P50F . Flange  type  reflector  and  diffuser  with  8  plastic  panels 

P50 . Flangeless  reflector  and  diffuser  with  8  plastic  panels 

G50F . Flange  type  reflector  and  diffuser  with  8  panels  pebble  pattern  glass 

G50 . Flangeless  reflector  and  diffuser  with  8  panels  pebble  pattern  glass 

CORNING  GLASS 

Glass  diffuser  units  can  also  be  furnished  with  panels  of  Corning  Foto- 
lite  or  Lens  Pattern  #70.  These  alternates,  available  at  a  small  added  cost, 
offer  a  wider  variety  in  character  and  appearance  of  the  units. 

WIRED  UNITS 

Wired  unit  assemblies  include  base  unit,  receptacle  assembly  and  4' 
flexible  metallic  cable  with  type  AF  wire.  Underwriters  Laboratories,  Inc. 
Recessed  Fixture  Label.  (See  listing  at  left) 


UNITS  WITH  8  PANELS  OF  PEBBLED  GLASS 

WG50F/1 50 — Wired  assembly  for  150W  silvered  bowl  lamp 
WG50F/200 — Wired  assembly  for  200W  silvered  bowl  lamp 
WG50F/300 — Wired  assembly  for  300W  silvered  bowl  lamp 


When  wired  assembly  with  #50  flangeless  reflector  is 
required,  omit  symbol  “F"  in  above  catalog  numbers. 


BASE  UNITS 
WITH 

RECEPTACLE 

ASSEMBLIES 


PRE-WIRED  ASSEMBLIES 

Where  permitted  or  required  by  local  electrical  inspection  authorities 
Skylike  base  units  catalog  numbers  P50F,  P50,  G50F  and  G50  are  avail¬ 
able  with  a  4"  square  junction  box  attached  to  the  reflector.  A  length  of 
flexible  metallic  cable  with  TypeAF  wire  is  provided  for  electrical  connec¬ 
tions  between  junction  box  and  Skylike  receptacle  cover.  This  assembly 
permits  “feed-thru”  connection  of  branch  circuits  employing  low  tem¬ 
perature  building  wires  and  does  not  limit  or  interfere  with  the  use  of 
other  Skylike  installation  accessories. 


BASE 

UNIT 

A 

B 

c 

D 

E 

50F 

25-1  4 

23-1  2 

5-7  8 

7-1  2 

8-3  4 

50 

24 

23-1,2 

5-7,  8 

7-1  2 

8-3  4 

D  IS  OVERALL  HEIGHT  WITH  150  OR  200  WATT  RECEP¬ 
TACLE  ASSEMBLIES  No.  51-150  OR  51-200. 

E  IS  OVERALL  HEIGHT  WITH  300  OR  500  WATT  RECEP¬ 
TACLE  ASSEMBLIES  No.  51-300  OR  51-500. 


LUMINAIRE 

BRIGHTNESS 


COEFFICIENT  OF  UTILIZATION— P  50F 


Room 

Index 

Ceiling  Ref.  80 
Floor  Ref.  10 

Ceiling  Ref.  70 
Floor  Ref.  10 

Ceiling  Ref.  50 
Floor  Ref.  10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

j 

28 

24 

21 

28 

24 

21 

27 

24 

21 

i 

35 

31 

28 

35 

31 

27 

34 

30 

27 

H 

40 

36 

33 

40 

35 

32 

39 

35 

32 

G 

45 

40 

37 

44 

40 

37 

40 

39 

37 

F 

48 

44 

40 

47 

43 

40 

46 

43 

40 

E 

52 

48 

54 

51 

48 

45 

50 

47 

45 

D 

55 

52 

49 

54 

51 

48 

53 

50 

48 

C 

57 

54 

51 

56 

53 

51 

55 

52 

50 

B 

59 

57 

54 

58 

56 

54 

57 

55 

54 

A 

63 

61 

60 

62 

60 

59 

61 

59 

58 

SKYLIKE 

DISTRIBUTION 

CURVE 


200  W.  SILVERED 
BOWL  LAMP 


POSITION 

o 

o 

CM 

30° 

35° 

o 

o 

45° 

200  W.  SILVERED 
BOWL  LAMP 

1.1 

1.6 

2.4 

3.2 

4.0 

CANDLES  PER  SQUARE  INCH 

I  U 
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SKYLIKE  COMPONENT  PARTS  SELECTOR 

BASE  UNITS  WITH  PLASTIC  OR  GLASS  DIFFUSERS 

CODE  NOS.  ARE  FOR  CONVENIENCE  IN  ORDERING  •  PARTS  ARE  NOT  ASSEMBLED 


SURFACE  MOUNTING  OR 
SEMI-RECESSED  FRAME 


SEMI-SILVERED 

BOWL 

ACCESSORY 


RECEPTACLE 

ASSEMBLIES 


,  W  I 

|o"L 


51/300 

51/500 


51/150 

51/200 


WIRING  CONNECTOR  NO.  79 


APPLICATION 


Recessed  in  plaster  ceil¬ 
ings  on  metal  lath. 


Semi  -  recessed  in  plaster 
ceilings  on  metal  lath. 


Recessed  in  acoustical  tile 
ceiling  with  metal  fram¬ 
ing.  A,  B,  C,  D,  E,  F,  H 
K 


Recessed  in  U.S.  Gypsum 
EZS  Acoustical  K 


Semi-recessed  in  Dry  Ceiling 
or  Acoustical  Ceilings 

G,  H  ,  J 


Surface  mounted.  Any  type 
of  ceiling. 


Suspended  with  special 
surface  mounting  frame 
and  twin  stem  hanger. 


COMPLETE 

CODE 

NO. 


RPP50F/150 

RPP50F/200 


SPP50F/150 

SPP50F/200 


RAP50F/150 

RAP50F/200 


RZP50/150 

RZP50/200 


SAP50F/150 

SAP50F/200 


SMP50F/150 
SMP-50F/  200 


SUP50F/150 

SUP50F/200 


BASE 
UNIT 
Cat.  No. 


P50F 

P50F 


P50F 

P50F 


P50F 

P50F 


P50 

P50 


P50F 

P50F 


P50F 

P50F 


P50F 

P50F 


RECEPTACLE 
ASSEMBLY 
Cat.  No. 


51/150 

51/200 


51/150 

51/200 


51/150 

51/200 


51/150 

51/200 


51/150 

51/200 


51/150 

51/200 


51/150 

51/200 


MOUNTING 
FRAME 
Cat.  No. 


56 

56 


56 

and 

54A 


54A 

54A 


53/200 

53/200 


53/200S 

53/200S 


REFLECTOR 
MTG.  ANGLE 
(Pairs) 
Cat.  No.  59 


Unassembled  Skylike  units  listed  under  Re-examination  Service  Underwriters  Labs./  Inc. 


WIRED  ASSEMBLIES:  Wired  unit  assemblies  consisting  of  base  unit  receptacle  assembly  and  #79  Flex  connector  may  be  substituted  for  unwired, 
unassembled  parts  as  listed  above.  When  furnished  in  this  manner,  units  will  carry  Recessed  Fixture  Labels  of  Underwriters  Laboratories,  Inc. 

TO  ORDER  INSERT  PREFIX  "W”  AHEAD  OF  ABOVE  CODE  NUMBERS:  E.G.,  WRPP50F/200,  WRAG  50F/300,  ETC. 

PRE -WIRED  ASSEMBLIES:  A  pre-wired  unit  assembly  consisting  of  a  base  unit  with  attached  4"square  junction  box,  receptacle  assembly  and 
wired  flexible  conduit  connector  to  receptacle  cover  is  available  for  installations  where  it  is  desired  to  Feed-thru  branch  circuit  connections.  The 
pre-wired  assembly  may  be  substituted  for  unwired,  unassembled  components  as  listed  above.  Pre-wired  assemblies  carry  Recessed  Fixture  Labels  of 
Underwriters’  Laboratories,  Inc. 

TO  ORDER  ADD  SUFFIX  “PW”  AFTER  ABOVE  CODE  NUMBERS:  E.G.,  RPP50F/200  PW,  RAG50F/300  PW,  ETC. 

Units  with  plastic  diffuser  are  not  recommended  for  lamps  in  excess  of  200  watts. 

GLASS  DIFFUSERS  —  Base  units  with  metal  diffuser  frame  and  8  panels  of  configurated  glass  using  Base  Units  Cat.  Nos.  G50F  and  G50  are  I 
identified  by  substitution  of  letter  “G”  for  letter  “P”  in  above  code  numbers:  e.g.  RPG50F/150,  RAG50F/300,  etc.  Base  unit  will  be  Cat.  No.  G50F  or  G50. 

Units  with  glass  diffusers  are  available  for  150,  200  and  300  watt  lamps. 


A  -  JOHNS-MANVILLE 
B  -  NATIONAL  GYPSUM 


C  -  ARMSTRONG  CORK 
D  -  POMEROY 


E  -  FAMCO 
F  -  SECURITEE 


G  -  ALUMI-COUSTIC 
H  -  ALUMI-LOCK 


J  -  DRIVE-LOK 
K  -  U.S. GYPSUM  EZS 


14" SQUARE -SERIES  ,< 


Metal  Eggcrate  Louvers 


Base  units  consist  of  14"  square  reflector  formed  from  20 
gauge  steel  and  fitted  with  metal  eggcrate  louver  with  1 "  x  1" 
grid.  Reflector  has  %"  flange  pierced  with  knockouts  for 
mounting  screws.  Louver  is  secured  to  reflector  by  4  slide  bar 
safety  latches  which  lock  louver  in  position  unless  manually 
raised.  Louver  hinges  in  either  of  two  directions.  All  exposed 
portions  of  reflector  and  louver  finished  in  85%  reflection 
factor  baked  matte  white  enamel. 

Receptacle  assemblies  for  75  and  100  watt  or  150  watt 
silvered  bowl  lamp  consist  of  medium  base  porcelain  recep- 

See  drawings  on  this  page  for  identity 


tacles  and  receptacle  covers,  both  of  which  are  attached  to 
top  of  reflectors  with  screws. 

Plaster  frame  is  a  one  piece  stamping  with  fittings  to  re-  jj 
ceive  mounting  screws  from  reflector  flange.  The  frame  for  ; 
surface  installation  includes  the  full  depth  of  the  unit  less  the 
receptacle  which  extends  into  flush  1  V2”  deep  outlet  box.  This 
frame  is  tapered  and  wider  at  ceiling  line  than  at  lower  edge. 
Fittings  for  attachment  of  reflector  are  provided.  Plaster 
frames  are  prime  coat  finished;  surface  mounting  frame 
finished  in  semi-gloss  baked  white  enamel. 

and  catalog  number  of  all  components. 


WIRED  UNITS:  Wired  unit  assemblies  consist  of  reflector,  louver, 
receptacle,  receptacle  cover  and  48”  flexible  metallic  cable  with 
Type  AF  Wire.  Underwriters  Laboratories,  Inc.  Recessed  Fixture  Label. 


UNITS  WITH  METAL  EGGCRATE  LOUVER 

W70F/100 . Wired  assembly  for  75  or  100W  silvered  bowl  lamp 

W70F/150 . . Wired  assembly  for  150W  silvered  bowl  lamp 


PRE-WIRED  ACCESSORY 

Where  it  is  desired  to  “feed  thru’’  branch  circuit  connec-  [ 
tions,  an  accessory  is  available  consisting  of  a  4  square  | 
junction  box  and  attached  flexible  cable  connector  with 
brackets  for  mounting  the  junction  box  to  the  * 76  Plaster  I 
Frame.  This  accessory  is  particularly  applicable  to  plaster  l 
ceiling  installations.  This  accessory  is  designated  as  #J-76  P 
and  should  be  ordered  with  the  *76  Plaster  Frame.  It  may  I 
also  be  used  with  either  *7 OF  or  G70F  Base  Units. 


Jr.  SKYLIKE  COMPONENT  PARTS  SELECTOR 
BASE  UNITS  WITH  METAL  EGG  CRATE  LOUVERS  OR  GLASS  DIFFUSERS 
Complete  Code  Numbers  are  for  convenience  in  ordering  •  Parts  are  unassembled  and  unwired 


TYPE  OF 

INSTALLATION 

COMPLETE 

CODE  NO. 

BASE  UNIT 

CAT.  NO. 

RECEPTACLE 

ASSEMBLY 

CAT.  NO. 

MOUNTING 

FRAME 

CAT.  NO. 

REFLECTOR 

MOUNTING 

ANGLE  #59 

RP70F/100 

70F 

71/100 

76 

— 

Recessed  in  Plaster  ceilings  on 

RP70F/150 

70F 

71/150 

76 

— 

Wirp  lath 

RPG70F/100 

G70F 

71/100 

76 

— 

RPG70F/150 

G70F 

71/150 

76 

R  A70F/100 

70F 

71/100 

1  Pr. 

Recessed  in  Acoustical  ceilings 

R  A70F/150 

70F 

71/150 

— 

1  Pr. 

with  Mechanical  Suspension 

R  AG70F/100 

G70F 

71/100 

— 

1  Pr. 

R  AG70F/150 

G70F 

71/150 

1  Pr. 

SM70F/100 

70F 

71/100 

73 

— 

Surface  Mounted. 

SM70F/150 

70F 

71/150 

73 

— 

SMG70F/100 

G70F 

71/100 

73 

SMG70F/150 

G70F 

71/150 

73 

WIRED  ASSEMBLIES:  Wired  unit  assemblies  consisting  of  base  unit  receptacle  assembly  and  #79  Flex  connector  may  be  substituted  for  unwired, 
unassembled  parts  as  listed  above.  When  furnished  in  this  manner,  units  will  carry  Recessed  Fixture  Labels  of  Underwriters'  Laboratories,  Inc. 

TO  ORDER  INSERT  PREFIX  ,JW"  AHEAD  OF  ABOVE  CODE  NUMBERS:  E.G.,  WRP70F/150,  WRAG70F/100  ETC. 
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14" SQUARE  -SERIES  70 


Glass  Diffuser 


Base  units  consist  of  14”  square  reflector  formed  from  20 
gauge  steel.  The  reflector  has  a  %”  ceiling  flange  pierced 
with  knockouts  for  mounting  screws.  The  diffusing  shield  is  a 
r  single  panel  of  attractive  pebble  pattern  glass.  The  glass  is 
mounted  in  a  die  formed  “J”  frame  which  is  secured  to 
reflector  by  four  slide  bar  safety  latches  which  lock  diffuser 
frame  in  position  unless  manually  raised  from  its  seat.  Frame 
hinges  in  either  of  two  directions.  All  exposed  portions  of 
reflector  and  diffuser  frame  finished  in  85  %  reflection  factor 
baked  matte  white  enamel. 

Receptacle  assemblies  for  75  and  100  watt  or  150  watt 
silvered  bowl  lamps  consist  of  medium  base  porcelain  recep¬ 
tacles  and  receptacle  covers,  both  of  which  are  attached  to 
top  of  reflector  with  screws. 


Plaster  frame  is  a  one  piece  stamping  with  fittings  for 
attachment  of  reflector.  The  frame  for  surface  installation 
includes  the  full  depth  of  the  unit  less  the  receptacle  which 
extends  into  flush  1  V2"  deep  outlet  box.  This  frame  is  tapered 
and  wider  at  ceiling  line  than  at  lower  edge.  Fittings  for 
attachment  of  reflector  are  provided.  Plaster  frames  are 
prime  coat  finished;  surface  mounting  frames  finished  in 
semi-gloss  baked  white  enamel. 

CORNING  GLASS  DIFFUSERS 

The  Jr.  Skylike  unit  can  also  be  furnished  with  diffusers  of 
Corning  Foto-lite  or  Lens  Pattern  #70  glass  at  an  additional 
cost.  Interesting  variations  in  appearance,  brightness  patterns 
and  texture  are  afforded  by  the  several  types  of  glass  avail¬ 
able. 


WIRED  UNITS 

Wired  unit  assemblies  consist  of  reflector,  glass  diffuser  in  hinged 
frame,  receptacle  cover  and  48"  flexible  metallic  cable  with  type  AF 
wire.  Underwriters  Laboratories,  Inc.,  Recessed  Fixture  Label. 

UNITS  WITH  PEBBLED  GLASS-Hinged  Frame 

WG70F/100 . Wired  assembly  for  75  or  100W  silvered  bowl  lamp 

WG70F/150 . Wired  assembly  for  150W  silvered  bowl  lamp 


ACCESSORIES 


CAT.  NO. 

BASE  ASSEMBLI ES-CONSIST  OF: 

STD.  PKG. 

73 

Surface  mountinq  frame 

4 

71 /100 

Receptacle  assembly  100  watt 

36 

71/150 

76 

Plaster  frame 

36 

4 

J-76 

PRE  Wired  unit  assembly 

4 

59 

Mounting  Angles  — Pair 

12 

79 

Wiring  Connector 

12 

PHOTOMETRIC  AND  DIMENSIONAL  DATA 


SURFACE  MOUNTING  FRAME 


COEFFICIENT  OF  UTILIZATION  —  R70F/  1  50 
[Interflectance  Method) 

Ceiling  Ref.  80 

Ceiling  Ref.  70 

Ceiling  Ref.  50 

Index 

Floor  Ref.  10 

Floor  Ref.  10 

Floor  Ref.  10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

j 

29 

27 

23 

29 

25 

23 

28 

25 

23 

i 

35 

32 

29 

35 

31 

30 

34 

31 

29 

H 

39 

36 

33 

39 

36 

33 

38 

35 

33 

G 

42 

39 

37 

42 

39 

36 

41 

38 

36 

F 

46 

42 

39 

45 

42 

39 

44 

41 

39 

E 

49 

47 

44 

49 

46 

44 

47 

45 

43 

D 

51 

48 

46 

50 

48 

46 

49 

47 

46 

C 

53 

50 

48 

52 

50 

48 

51 

49 

47 

B 

54 

52 

51 

54 

52 

50 

52 

51 

50 

A 

56 

54 

53 

55 

54 

52 

54 

53 

52 

DATA 

SHOWN  HERE 
APPLIES 
TO  ALL 

Jr. 

SKYLIKE 

UNITS 


1 1 


SKYCEIL  is  an  entirely  new  con¬ 
cept  in  structural  luminous  ceilings. 
To  the  architect,  it  offers  unlimited 
flexibility  in  design  in  unlimited  combinations  of  certain  basic  lighting 
elements  which  are  adaptable  to  all  structural  conditions,  and  in  which 
acoustical  treatment  may  be  incorporated  in  several  ways. 

Unlike  all  previous  luminous  ceilings,  SKYCEIL  uses  efficient  Skylike 
silvered  bowl  incandescent  units  as  the  basic  lighting  element.  These  are 
placed  in  any  desired  arrangement  in  a  structural  grid  work  assembled 
from  sturdy,  lightweight  roll  formed  supporting  runners,  arranged  to  form 
a  24”  square  modular  grid  work.  The  spaces  between  the  Skylike  units 
may  be  filled  with  metal  eggcrate  louvers,  or  sections  of  translucent  plas¬ 
tic.  These  intermediate  sections  are  illuminated  from  above  with  fluorescent 
or  silvered  bowl  lamps  in  specially  designed  reflector  units. 

The  special  significance  of  this  dual  luminous  ceiling  system  is  that  it 
affords  unusually  high  maintained  efficiency  and  low  maintenance  cost. 
In  all  other  luminous  ceilings,  the  efficiency  depends  on  the  transmission 
of  light  through  the  translucent  or  louvering  media  and  on  the  reflectivity 
of  the  wall  and  ceiling  surfaces  above  the  ceiling,  both  being  subject  to 
excessive  depreciation  and  high  maintenance  expense  for  relamping  and 
cleaning.  In  SKYCEIL,  60%  to  90%  of  the  desired  illumination  at  the 


The  basic  lighting  element  in  any  SKYCEIL  System 
is  Skylike.  These  well  known  silvered  bowl  units  have 
been  widely  used  for  recessed  installation  in  con¬ 
ventional  plaster  or  acoustical  ceiling  constructions. 
Now,  with  slight  modification  in  the  flange  design, 
they  correspond  exactly  with  the  24"  square  modular 
grid  work  of  the  SKYCEIL  system.  The  Skylike  reflec¬ 
tor  accommodates  lamps  of  150  to  500W  capacity. 

Two  types  of  diffusing  and  shielding  devices  avail¬ 
able  in  the  basic  Skylike  unit.  Both  are  hinged  and 
removable  with  exclusive  slide  action  hinge  latch. 

SKYLIKE 
WITH 

METAL  EGGCRATE 
LOUVER 


For  maximum  maintained  efficiency,  the  sturdy  func¬ 
tional  metal  louver  is  recommended.  A  l"x  1"  grid 
pattern  affords  adequate  shielding  of  lamp  and  reflec¬ 
tor  and  is  of  uniform  brightness.  Projection  welded 
louvers  are  enclosed  in  a  sturdy  steel  "J"  frame. 


working  level  comes  from  efficient,  floor  relamped  Skylike  units.  The 
light  from  the  intermediate  luminous  sections  is  principally  for  the  purpose 
of  relieving  excessive  brightness  contrast.  Since  the  contribution  of  light 
from  this  part  of  the  system  is  but  a  fraction  of  the  total,  it  follows  that 
even  with  a  high  depreciation  in  these  luminous  areas  there  will  not  be  a 
corresponding  depreciation  of  the  total  illumination  level. 

Acoustical  treatment  may  be  obtained  in  either  of  two  ways.  If  the 
entire  ceiling  is  to  be  luminous,  low  cost  acoustical  materials  may  be 
applied  directly  to  the  true  ceiling  above  the  Skyceil  grid.  If  only  portions 
of  the  area  are  to  be  luminous,  the  Skyceil  grid  is  so  designed  that  it  will 
accommodate  standard  12”x24”  acoustical  tiles  which  may  be  inter¬ 
spersed  between  luminous  sections  in  any  desired  plan  or  arrangement. 


SKYLIKE 

WITH 

PLASTIC  or  GLASS 
DIFFUSERS 


To  add  a  decorative  note,  a  plastic  or  glass  dif¬ 
fuser  is  available.  These  diffusers  have  a  sturdy  metal 
frame  divided  into  eight  panels  which  are  fitted  with 
molded  panels  of  diffusing  plastic  which  project 
slightly  below  the  frame.  Panels  of  flat  configurated 
glass  are  available  in  place  of  plastic. 


SKYLIKE  LIGHTING/  INC*  A  SILVRAY  ASSOCIATED  COMPANY 
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Litho  in  U.S.A. 


SILVRAY  SILVER  ED -BOWL  INCANDESCENT  LUMINAIRES 


firs 


5500 


LINE 


CONCENTRIC  RING  FIXTURE 


For  use  will)  300  and  500  Watt 

SILVERED-BOWL  LAMPS 


u 


Integrated  Light  Control  for 
highest  efficiency 
lowest  cost  of  light 


The  Silvered-Bowl  Lamp  is  standard  and  sold  nationally. 
Special  process  deposits  pure  silver  on  the  bowl,  then 
copper  and  a  protective  coating  of  aluminum.  The  sealed 
silver  reflecting  surface  absorbs  less  than  5%  of  bare  lamp 
emission  in  achieving  accurate  light  control. 


FLOOR  SERVICE  MAINTENANCE :  Bottom  opening  pro¬ 
vides  access  to  lamp  with  pole  type 
changers.  No  ladders  or  scaffolds  —  no 
need  to  handle  fixture  parts.  Vertical  ring 
assembly  offers  no  lodging  for  dust,  thus 
eliminating  fixture  cleaning  operations.  ^ 


Note  that  the  concentric  ring  fixtures 
have  special  mechanical  devices  to 
permit  vertical  alignment  even  when 
hung  on  the  steep  slope  of  roof  monitors. 


DATA 


The  #5500  employs  five  narrow  metal  concentric 
bands  to  form  the  shielding  ring  assembly.  The  result 
is  a  somewhat  more  delicate  structural  appearance  but 
with  greater  apparent  mass  than  the  conventional  three 
ring  assembly.  Inter-reflection  of  stray  light  between 
the  several  rings  gives  the  entire  assembly  a  softly 
luminous  effect,  resembling  a  translucent  material. 
Units  are  of  highest  quality  material  and  workmanship 
throughout  and  include  45°  Univertical  swivel,  non-twist 
locking  device  to  make  possible  floor  service  relamping. 

BUI.  NO. 


Units  Designed  for  300W  PS-35  or  500W  PS-40 
SILVERED  BOWL  INCANDESCENT  LAMPS 


Suspension 

DIMENSIONS 

Cat.  No. 

Type 

Length  O.A. 

Diameter  O.A. 

5500S 

Pendant 

28'/*" 

18 

5500C 

Close  Ceiling 

13’/*" 

18 

FINISH 

Ring  Assembly . Satin  White  Enamel 

Pendant  Suspension— Standard  Canopy  . Silclod 

Husk . Satin  Chrome 

Close  Ceiling  Suspension— Canopy . Satin  White  Enamel 

Husk . Satin  Chrome 


E.  S.  BRUCE 


FACTORY:  BOUND  BROOK,  N.  J. 


SILVRAY  LIGHTING,  INCt 

A 


EXECUTIVE  OFFICE:  RKO  BLDG.,  NEW  YORK 


AIA  File  3IF23 


A 


PHOTOMETRIC  DATA 


oO 


5500  LINE 

LUMINAIRE  BRIGHTNESS 
ETL  TEST  35471  1 


Position 

0° 

0 

0 

CN 

30° 

35° 

0 

0 

45° 

J 

Candles 

per 

Sq.  In. 

4.8 

0.35 

0.42 

0.56 

0.74 

1.0 

0.56 

COEFFICIENT  OF  UTILIZATION 

(Interflectance  Method)  ETL  Report  354711 


Room 

Index 

Ceiling  Ref.  80 

Floor  Ref.  10 

Ceiling  Ref.  70 

Floor  Ref.  10 

Ceiling  Ref.  50 

Floor  Ref.  10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

J 

14 

08 

05 

12 

07 

04 

10 

06 

03 

1 

19 

12 

08 

17 

11 

07 

14 

09 

06 

H 

24 

16 

12 

21 

15 

10 

17 

12 

08 

G 

29 

22 

16 

26 

20 

15 

20 

15 

11 

F 

34 

26 

21 

30 

23 

18 

22 

17 

13 

E 

41 

33 

28 

36 

29 

24 

27 

22 

18 

D 

46 

39 

33 

40 

35 

29 

30 

25 

21 

C 

50 

44 

38 

44 

38 

34 

32 

28 

25 

1 

55 

48 

45 

48 

44 

40 

35 

31 

29 

A 

58 

54 

49 

51 

47 

43 

37 

34 

32 

PHOTOMETRIC  SPECIFICATIONS 


Fixtures  shall  be  designed  for  use  with  300  or  500  watt 
silvered  bowl  and  shall  be  furnished  either  for  pendant  or 
close  ceiling  installation  as  required.  The  total  light  output 
shall  be  at  least  84%  in  terms  of  rated  silvered  bowl  lamp  out¬ 
put  and  at  least  95%  of  the  total  light  emitted  by  the  fixture 
shall  be  in  the  90°-180°  zone.  The  maximum  brightness  in  the 
zone  from  nadir  to  45°  shall  not  be  in  excess  of  1.0  candles 
per  square  inch. 


CONSTRUCTION  SPECIFICATIONS 


Concentric  ring  assemblies  shall  consist  of  five  circular  bands  of  20  gauge, 
tempered,  ground  edge  steel  joined  by  three  die  formed  straps  of  14  gauge  steel 
firmly  spot  welded  to  each  ring.  Pendant  suspension  hangers  shall  consist  of 
canopy,  ''Univertical''  45°  swivel  aligner  V2"  seamless  steel  tubing,  husk,  black 
porcelain  mogul  socket.  All  joints  shall  include  non-rotating  locking  devices  and 
junction  between  husk  and  stem  shall  be  provided  with  fiber  insulating  washers. 
Ring  assemblies  shall  be  supported  from  the  husk  with  three  die  formed  wire 
rods.  A  double  neck  baffle  shall  be  provided  to  shield  that  part  of  the  lamp  which 
is  visible  above  the  ring  assembly.  Close  ceiling  suspensions  shall  consist  of 
9"  diameter  flared  canopy,  husk  and  black  porcelain  mogul  socket.  Fiber  insulat¬ 
ing  washers  shall  be  provided  between  husk  and  canopy. 

Ring  assemblies  shall  be  finished  with  zinc  chromate  primer  and  high  tem¬ 
perature  baked  satin  white  enamel.  Canopies  and  stems  for  pendant  suspensions 
shall  be  finished  in  Silclad  and  husks  satin  chrome  plated.  On  close  ceiling 
hangers,  the  canopy  shall  be  satin  white  enamel  and  the  husk  satin  chrome  plated. 


isfs  55  sail  15^221*51  £525 


SI LVRAY 

AND  VISION-AIDS 
ORDER  GUIDE  AND  PRICE  LIST 
EASTERN  ZONE 

Supersedes  Silvray  Price  List  dated  July  1,  1952,  Vision-Aids 
Price  List  dated  July  15,  1952  and  Sightsaver  and  Vision-Aids 
Residential  Price  List  dated  July  1,  1951  and  all  interim  price 
change  notices  prior  to  the  date  below. 

DECEMBER  1.  1954 


Concentric  Ring  Silvered  Bowl  Luminaires 
Silvered  Bowl  Indirect  Luminaires 
Silvray  Fluorescent  Luminaires 
Sightsaver  Silvered  Bowl  Adaptors 

File  in  Section  10 
Silvray-Skylike  Loose-Leaf  Manual 


TERMS  AND  CONDITIONS  OF  SALE 


PRICES . .  .  The  prices  shown  in  this  schedule  include  prepaid  freight 
to  destinations  within  the  delivery  zone  to  which  this  schedule  ap¬ 
plies,  and  are  subject  to  change  without  notice.  Orders  for  shipment 
to  zones  other  than  that  covered  by  this  schedule  will  be  priced  in 
accordance  with  schedules  applying  to  the  zone  of  destination. 

Prices  are  for  fixtures  only  and  do  not  include  lamps  or  fluorescent 
starters,  except  as  otherwise  specified. 

All  orders  are  subject  to  acceptance  by  the  general  office  of  the 
company. 

TAXES . .  .  Prices  shown  do  not  include  any  present  or  future  tax 
which  the  Manufacturer  may  be  required  to  pay  on  the  manufac¬ 
ture,  sale,  use  or  transportation  of  the  products  described  herein  or 
on  any  component  thereof. 

TERMS  ...  A  cash  discount  of  1%  will  be 'allowed  on  all  invoices 
paid  within  10  days  after  invoice  date.  No  discount  is  allowed  after 
10  days  and  all  invoices  must  be  paid  within' 30  days. 

SHIPMENT  .  .  .  Prices  shown  in  this  schedule  include  prepaid  freight 
on  all  shipments  of  100  lbs.  or  over  via  route  selected  by  the  Manu¬ 
facturer.  Shipments  will  be  made  by  any  route  specified  by  the  cus¬ 
tomer  provided  any  charges  for  transportation  in  excess  of  standard 
freight  rates  are  assumed  by  the  customer. 

The  responsibility  of  the  Manufacturer  ceases  on  delivery  of 
equipment  to  the  carrier.  Consignees  should  examine  all  shipments 
immediately  on  receipt  and  file  claims  for  damages  or  shortages 
with  the  transportation  company. 

MINIMUM  INVOICE  . . .  $10.00. 

Replacement  parts  are  excepted. 


BROKEN  PACKAGE  CHARGES  ...  10%  will  be  added  to  all  invoices 
for  any  quantity  less  than  a  standard  package  or  the  minimum  order 
quantity.  This  charge  will  be  waived  when  the  order  consists  of  one 
or  more  standard  packages  plus  additional  broken  packages  of  the 
same  items,  provided  the  total  value  of  the  order  exceeds  $100.00  net. 

DIRECT  SHIPMENT  CHARGE  .  .  .  $2.50.  Applies  to  any  order  less  than 
$25.00  net,  regardless  of  quantity,  but  excepting  replacement  parts. 


STANDARD  PACKAGE  AND  MINIMUM  ORDER  QUANTITIES  .  .  . 

The  packaging  methods  have  been  designed  to  insure  safe  trans¬ 
portation  of  the  products  involved  and  to  provide  distributors 
and  contractors  with  practical  and  convenient  quantities  in  con¬ 
tainers  suitable  for  storage  and  handling.  Departure  from  these 
standards  involves  extra  packing  and  handling  at  the  factory.  The 
standard  package  quantity  of  each  item  and  the  approximate  ship¬ 
ping  weight  for  each  item  is  shown  in  the  price  list. 

EXCHANGES  AND  RETURNS..  .All  sales  are  final  and  equipment  is 
not  subject  to  return  except  for  one  or  more  of  the  following 
reasons: 

A.  Defective  workmanship  or  material. 

B.  Error  on  our  part  in  filling  order. 

C.  Change  in  job  construction  requiring  change  in  type  of  fix¬ 
ture  or  accessories. 

In  any  case,  request  for  return  must  be  made  within  90  days  from 
date  of  shipment  and  a  Return  Goods  Authorization  must  be  ob¬ 
tained  before  returning  equipment  to  the  factory. 

Material  which  is  accepted  for  return  in  all  cases  where  the  reason 
for  the  return  is  not  the  fault  of  the  Manufacturer,  will  be  credited 
at  the  F.  O.  B.  Factory  prices  of  the  articles  involved  less  a  15% 
service  and  restocking  charge.  If  in  the  opinion  of  the  factory,  the 
cost  of  reconditioning  would  be  excessive,  salvage  value  only  will 
be  credited. 

LIABILITY . .  .  The  Manufacturer  shall  not  be  responsible  for  ful¬ 
fillment  of  accepted  orders  when  production  of  equipment  is  delayed 
by  conditions  beyond  his  control,  such  as  strike,  riot,  war  or  an  Act 
of  God.  Similarly,  he  shall  not  be  responsible  for  fulfillment  of 
orders,  when  necessary  labor  and  materials  have  been  made  unavail¬ 
able  by  limitation  or  restriction  imposed  by  governmental  authority. 

GUARANTEE . .  .  Every  fixture  is  guaranteed  free  from  defects  of 
materials  or  workmanship  for  a  period  of  one  year  from  date  of  ship¬ 
ment  from  the  factory. 

The  obligation  under  this  guarantee,  which  is  the  authorized 
warranty  of  the  manufacturer  is  limited  to  repairing  or  replacing 
defective  equipment  only  after  authorization  in  writing  has  been 
obtained  from  the  general  offices  of  the  manufacturer  and  defective 
equipment  has  been  returned,  transportation  charges  prepaid,  to 
the  location  designated  in  the  return  authorization. 


SILVRAY  LIGHTING,  INC. 
VISION-AIDS.  INC. 


FACTORY:  100  W.  Main  St.,  Bound  Brook,  N.  J. 


EXECUTIVE  OFFICE:  RKO  Bldg.,  New  York  20,  N.  Y. 


DELIVERY  ZONE  BOUNDARIES 
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This  Schedule  Applies  to  Eastern  Zone 
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SILVERED  BOWL  INCANDESCENT  LUMINAIRES 
CONCENTRIC  RING  FIXTURES 

SILVRAY  1500  LINE  VISION-AIDS  77  LINE 

as  listed  in  Silvray  Catalog  Pages  524S-1  to  8  and  Vision- Aids  Catalog  Pages  525V- 1  to  8 

SPECIFICATIONS:  The  ring  assembly  is  roll  formed  from  20  gauge  hard  tempered  ground  edge  steel  and  primed  with  zinc  chromate 
and  finished  in  baked  satin  white  enamel.  Suspension  type  units  equipped  with  non-twist  ‘‘Univertical''  45°  swivel  aligner,  "cam- 
ratch"  canopy  and  insulated  bushing  at  husk.  Stem  and  canopy  in  Silclad  enamel;  husk  satin  chrome.  Close  ceiling  type  units  have 
9”  diameter  flared  canopy,  finished  satin  white  enamel  with  satin  chrome  husk. 


Catalog  No. 

Si  Ivered 
Bowl 
Lamps 

Type 

Hanger 

Dimensions 

Standard  Package 

PriceEASTERN  Zone 

Silvray 

Vision- Aids 

Height 

Diameter 

Quantity 

Weight 

Contractor 

User 

BT-1500 

7715 

75-150 

Ceil  ing 

7  H" 

14" 

4 

25 

$  7.45 

$  9.30 

1 500/3R/2 

77/3R/2 

150-200 

Ceiling 

1 2H" 

14" 

4 

25 

7.45 

9.30 

1500S/3R/2 

77S/3R/2 

150-200 

Pendant 

24/4- 

14" 

4 

25 

7.60 

9.50 

1500/3R/5 

77/3  R/ 5 

300-500 

Ceiling 

15" 

19" 

5 

47 

7.45 

9.30 

1500S/3R/5 

77S/3R/5 

300-500 

Pendant 

30/4" 

19" 

5 

50 

7.60 

9.50 

1500S/3R/10 

77S/3R/10 

750-1,000 

Pendant 

42V4" 

21" 

1 

12*5 

13.00 

15.  60 

1500S/4R/10 

77S/4R/10 

750-1,000 

P  endant 

4214" 

24" 

1 

15 

18.30 

22.00 

1500/2R/2 

77/2R/2 

150-200 

Ceil  ing 

13" 

12" 

1 

5 

9.15 

10.95 

1 500S/2R/2 

77S/2R/2 

150-200 

Pendant 

23  Vi" 

12" 

1 

5 

9.85 

11.85 

1500/2R/5 

77/2R/5 

300-500 

Ceil  ing 

15" 

14" 

1 

6/2 

10.15 

12.15 

1500S/2R/5 

77S/2R/5 

300-500 

Pendant 

3014" 

14" 

1 

8/2 

10.90 

13.05 

SILVRAY  500  LINE  VISION-AIDS  8500  LINE 

as  listed  in  Silvray  Catalog  Pages  524S  9/10  and  Vision-Aids  Catalog  Pages  525V  9/10 

SPECIFICATIONS:  Ring  Assemblies  stamped  from24gauge  steel  with  rolled  edge  reinforcement  at  top  and  bottom.  Rings  are  zinc 
chromate  primed  and  finished  in  eggshell  baked  enamel.  Pendant  suspensions  same  as  for  1500  Line.  Close  ceiling  fitters  avail¬ 
able  with  either  9"  diameter  flared  canopy  or  5"  diameter  shallow  canopy.  Husks  in  satin  chrome. 


T 

-77- 

525C 

8525C 

300-500 

Ceil  ing 

1014" 

18" 

5 

25 

6.65 

8.35 

A  I 

1 500/525C 

77/8525C 

300-500 

Ceiling 

13-3/8" 

18" 

5 

28 

7.05 

8.80 

_ _ sV-., _ ¥ 

& . .  . 

550S 

8550S 

300-500 

P  endant 

2914" 

18" 

5 

35 

6.75 

8.45 

SILVRAY  2200  LINE  -  PLASTIC  CONCENTRIC  RING  LUMINAIRE 
as  listed  in  Silvray  Catalog  Page  547S-15/16 


SPECIFICATIONS:  Ring  assembly  of  one  piece  molded  translucent  white  plastic.  Pendant  and  close  ceiling  hangers 
as  for  1500  Line. 


¥  ¥ 

2200c 

2200c 

300-500 

Ceil  ing 

14-7/8" 

2  OH" 

1 

10 

11.40 

14.25 

2200s 

2200s 

300-500 

Pendant 

30-1/8" 

20H" 

1 

10 

11.40 

14.25 

SILVRAY  5500  LINE  -  FIVE  CONCENTRIC  RING  LUMINAIRE 
as  listed  in  Silvray  Catalog  Page  547S-17/18 


SPECIFICATIONS:  Ring  assembly  consisting  of  5  rings  formed  from  20  gauge  hard  tempered  steel;  zinc  chromate  primed  and  finished 
baked  satin  white  enamel.  Pendant  and  close  ceiling  fitters  as  for  1500  Line. 


r 

5500C 

5500C 

300-500 

Ceiling 

13-1/8" 

18" 

1 

7Yi 

9.85 

12.30 

A  ^ 

-L, 

5500S 

5500S 

300-500 

Pendant 

28-1/8" 

18" 

1 

7Yi 

9.95 

12.45 

LOUVRILLE  ACCESSORY  for  USE  WITH  SEMI-SILVERED  BOWL  LAMPS 


15LS5 


7750 


May  be  used  with  Nos.  1500/3R/5,  1500S/3R/5, 
1500S/3R/10,  1500S/4R/10 


3.20 


3.85 


ACCESSORIES  AND  SPECIAL  FEATURES 


For  Baked  Enamel  Finishes  other  than  Standard 

Price  on  Application 

Extra  Length  Stems  •  Specify  overall  fixture  length  required. 

0.04 

0.05 

Reducing  Conversion  Rings  for  Fixtures  on  Page  4:  1,000  to  500W 

0.80 

1.00 

500  to  200W 

0.70 

0.85 

CR-04B  Plate  for  installing  Pendant  Units  on  Surface  Mounted  Boxes 

0.25 

0.32 

CR-04A  Bracket  for  use  on  Boxes  recessed  in  ceiling  or  on  boxes  without  mounting  ears 

0.25 

0.32 

Levolier  Switch  Installed 

1.90 

2.40 

"Concentric  ring  units  so  marked  are  manufactured  and  distributed  in  WESTERN  ZONE  by  SMOOT-HOLMAN  COMPANY,  INGLEWOOD,  CALI¬ 
FORNIA,  Western  Licensees. 
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SILVERED  BOWL  INCANDESCENT  LIGHTING 
LUMINOUS  INDIRECT  LUMINAIRES 

as  listed  in  Silvray  Catalog  Page  521  OS- 1 3/ 1 4  —  Vision-Aids  Bui.  52V- 11 

SPECIFICATIONS:  Fixture  consists  of  translucent  molded  plastic  shield  supported  by  ventilated  ring  assembly.  Suspension  type 

units  equipped  with  non-twist  *'univertical ”  45°  swivel  aligner,  ^Cam-ratch”  canopy  with  insulating  bushing  between  husk  and 
stem.  Stem  and  canopy  finished  Silclad,  husk  in  satin  chrome.  Close  ceiling  units  have  9"  diameter  flared  canopy  finished  satin 
white  enamel  and  chrome  husk.  STANDARD  PACKAGE:  1  unit.  Weights  as  noted. 


T 

A 

Catal 

og  No. 

Silvered 
Bowl  Lamp 

Type 

Hanger 

DIMENSIONS 

Shipping 

Weight 

Price  EASTERN  Zone 

A  A 

Silvray 

Vi  sion- Aids 

Size 

Height 

Di  ameter 

Contractor 

User 

207PL/5 

207PL/5 

300-500 

Suspension 

28" 

18" 

7)4 

$11.90 

$14.25 

T 

207CPL/5 

207CPL/5 

300-500 

Ceil  ing 

1234" 

18" 

8)4 

11.20 

13.45 

1 

210PL/5 

VA44/5 

300-500 

Suspension 

28" 

18" 

Th 

11.90 

14.25 

N 

210CPL/5 

VA44C/5 

300-500 

Ceil  ing 

1234" 

18" 

8)4 

11.20 

13.45 

210PL/10 

VA44/10 

750-1000 

Suspension 

39* 

25* 

16 

20.30 

24.40 

OPAQUE  (Metal)  INDIRECT  UNITS 

as  listed  in  Silvray  Catalog  Page  5210S- 11/12  —  Vision»Aids  Bui.  52V-11 
SPECIFICATIONS:  Fixtures  consist  of  opaque  metal  shield.  FINISH  of  #  1 02 — Si  I  cl  ad;  of  #207— French  Grey;  of  #208—  Oyster 
White;  of  #1101— French  Grey  with  Silclad  trim.  Suspension  and  close  ceiling  hangers  as  described  above  for  luminous  indirect 
units.  STANDARD  PACKAGE:  1  unit.  Weight  as  noted. 


'x’  TT 


102/5 

VA55/5 

300-500 

Suspension 

28" 

20" 

9 

12.90 

15.45 

102C/5 

VA55C/5 

300-500 

Ceil  i  ng 

1234" 

20* 

9)4 

12.20 

14.65 

207/5 

207/5 

300-500 

Suspension 

28" 

20" 

9 

12.90 

15.45 

207C/5 

207C/5 

300-500 

Ceil  ing 

1234" 

20" 

9  J* 

12.20 

14.65 

208/5 

208/5 

300-500 

Suspension 

27)4" 

20" 

9  H 

12.20 

14.65 

208C/5 

208C/5 

300-500 

Ceil  ing 

12" 

20" 

11 

11.95 

14.35 

1101/5 

1101/5 

300-500 

Suspension 

27 J5" 

21* 

9)4 

14.25 

17.10 

1101  C/5 

1101  C/5 

300-500 

Ceiling 

1 2V4" 

21" 

10)4 

14.00 

16.80 

1101/10 

1101/10 

750-1000 

Suspension 

39" 

27" 

20 

24.05 

28.90 

THE  3500  LINE 

#3500  -  DIRECT-INDIRECT  LIGHT  DISTRIBUTION 

as  listed  in  Silvray  Catalog  Page  547S-19/20 

SPECIFICATIONS:  Fixture  formed  from  steel  in  one  piece.  Consists  of  two  concentric  rings  joined  by  radial  spokes.  Specular 

aluminum  reflector  and  shielding  louvrille  rest  in  center  ring.  FINISH:  Standard  finish  for  fixture  body  is  Silclad.  Also  available 
in  decorator  color  finishes  in  red,  blue,  green,  copper  and  gold.  Suspension  and  close  ceiling  hangers  as  described  above. 
STANDARD  PACKAGE:  1  unit. 


I  ¥ 

3500S 

3500S 

300-500 

Pendant 

27)4" 

1634" 

8)4 

10.80 

13.50 

3500C 

3500C 

300-500 

Ceil  ing 

12)4" 

16 «■ 

8 

10.70 

13.40 

#3510  -  TOTALLY  INDIRECT  LIGHT  DISTRIBUTION 

SPECIFICATIONS:  As  for  #3500  without  aluminum  reflector  and  louvrille. 


X  X 

3510S 

35 10S 

300-500 

Pendant 

28/4" 

1 63/d" 

8 

8.65 

10.80 

1 .  —  1  r— ^  1 

3510C 

3510C 

300-500 

Ceil  ing 

13)4" 

16yd" 

7)4 

8.50 

10.60 

.50 


Additional  Charge  for  Decorator  Colors  on  fixture  and  canopy  #3500S,  3500C,  35  10S,  3510C  .  .50  .50 

SPEEDLIGHT  INDUSTRIAL  REFLECTORS 

SPECIFICATIONS:  Reflector  of  20  googe  steel  finished  satin  white  enamel  inside,  grey  enamel  outside.  Husk  attached  by  set 

screws  .  .  .  finished  matte  black.  For  1/2*  conduit. 


SL-11 

SL-11 

150-200 

Ceiling 

9)4" 

19)4" 

6 

7.00 

8.75 

SL-12 

SL-12 

300-500 

Ceiling 

1 1)4" 

26)4" 

10 

10.95 

13.70 
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FLUORESCENT  LUMINAIRES 


160  LINE  MOUNTING:  Close  Ceiling  —  individual  or  continuous  row. 

CEILING  TYPE  FINISH:  Baked  semi-gloss  white  enamel  -  85%  R.  F. 


Catalog  No. 

Number 

of 

Lamps 

DIMENSIONS  (0. A.) 

Shipping 

Price  EASTERN  Zone 

Length 

Width 

Height 

Weight 

Contractor 

User 

FOR  40W  Bl  PIN  LAMPS 

(STARTERS  REQUIRED) 

80 

2 

49" 

11-3/8" 

5%" 

47 

$36.30 

$43.55 

120 

3 

49" 

11-3/8" 

sy*" 

50 

40.05 

48.05 

160 

4 

49" 

1 1-3/8" 

5%" 

52 

42.80 

51.35 

FOR  48"  MONO 

PIN  LAMPS  425Ma. 

INSTANT  START 

81 

2 

49" 

11-3/8" 

5%" 

47 

39.70 

47.70 

161 

4 

49" 

11-3/8" 

53/a- 

52 

47.90 

57.45 

160  LINE 

SUSPENSION  TYPE  WITH  MOUNTING:  Suspension  —  Individual  unit  installation 

TWIN  STEM  HANGER  FINISH:  Semi-gloss  baked  white  enamel  _  85%  R.  F. 


600  LINE 

SUSPENSION  TYPE  WITH  MOUNTING:  Individual  unit  complete  with  twin  stem  hanger. 

TWIN  STEM  HANGER  FINISH:  Semi-gloss  baked  white  enamel  —  85%  R.  F. 


160  LINE  AND  600  LINE  CONTINUOUS  ROW  INSTALLATIONS 


Pendant  units  of  the  160  Line  and  600  Line 
may  be  arranged  in  continuous  rows  with 
single  stem  Type  A  Hangers  and  Type  PW 
and  PWE  Connectors  when  desired. 

PRICE  ON  APPLICATION. 

(State  number  of  units  in  each  row  and  give 
overall  height  from  ceiling  to  bottom  of 
f i xture. ) 
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FLUORESCENT  LUMINAIRES 


33  LINE 
LESS  HANGERS 


MOUNTING:  Ceiling  or  Suspension  (For  Hangers  see  Page  7  ) 
FINISH:  Semi-Gloss  baked  white  enamel. 


Catalog 

Number 


No. 

of 


Lamp  s 


Dimensions  (Overall) 


Length 


Width 


Height 


Shipping 

Weight 

Lbs. 


Price  EASTERN  Zone 


Contractor 


User 


FOR  40W  Bl  PIN  LAMPS  (STARTERS  REQUIRED) 


333 

334 


48  1/8" 

49 


11  7/8" 
11  7/8" 


5" 

5" 


30 

39 


$17.95 

26.25 


$21.55 

31.50 


FOR  48"  MONO  PIN  LAMPS  425  Ma.  INSTANT  START 


336 

337 


2 

4 


49 

49 


11  7/8" 
11  7/8" 


5" 

5" 


32 

39 


26.10 

36.90 


31.20 

44.25 


FOR  96"  MONO  PIN  LAMPS  425  Ma.  INSTANT  START 


338 

339 


96  3/8" 
96  3/8" 


11  7/8" 
11  7/8" 


67 

78 


39.20 

58.65 


46.95 

70.50 


33  LINE  UNITS  with  40°  X  40°  LOUVER  (40°x40°  Louvers  are  equipped  with  cam-action,  self-locking,  double-hinged  louver  latches) 


40°  x  40°  Louvers  for  Nos.  333,  334,  336,  337  ADD  to  above  Base  Unit  Price: 
40°  x  40°  Louvers  for  Nos.  338,  339  ADD  to  above  Base  Unit  Price: 


4.70 

9.40 


5.90 

11.80 


33  LINE 

CONTINUOUS  ROWS 


MOUNTING:  Continuous  Row  Suspension  with  Hangers  and  Connectors. 

FINISH:  Semi-Gloss  baked  white  enamel. 


Code 

No. 


T  otal 
Length 
of  Row 


Total 
No.  of 
Lamps 


T  otal 
No.  of 
F ixtures 


Type  AR 
Hangers 


Type  PW-3 
Connectors 


Type  PWE-3 
Connectors 


Price  EASTERN  Zone 


Contractor 


User 


BASE  UNIT  CAT. 

NO.  333 

2-40 

W 

Bl  PIN 

LAI 

UPS  (STARTE 

:rs 

REQUIRE 

D) 

33304 

4'  1/8" 

2 

1 

2 

0 

2 

$22.45 

$27.05 

33308 

8'  1/4" 

4 

2 

3 

1 

2 

42.70 

51.45 

Each  Added  4'  Sect. 

2 

1 

1 

1 

0 

20.25 

24.40 

BASE  UNIT  'CAT. 

NO.  334 

4-40W 

Bl  PIN 

LAMPS  (STARTERS 

REQUIRED) 

33404 

4’  1" 

4 

1 

2 

0 

2 

30.75 

37.00 

33408 

8'  2" 

8 

2 

3 

1 

2 

59.30 

71.35 

Each  Added  4'  Sect. 

4 

1 

1 

1 

0 

28.55 

34.35 

BASE  UNIT  CAT. 

NO.  336- 

-2-48" 

MONO  PIN 

LAMPS 

425 

Ma. 

INSTANT 

START 

3  3  604 

4'  1" 

2 

1 

2 

0 

2 

30.60 

36.70 

3  3  608 

8‘  2" 

4 

2 

3 

1 

2 

59.00 

70.75 

Each  Added  4'  Sect. 

2 

1 

1 

1 

0 

28.40 

34.05 

BASE  UNIT  CAT. 

NO.  337 

4-48" 

MONO  PIN 

LAMPS 

425 

Ma. 

INSTANT 

START 

3  3  704 

4’  1" 

2 

1 

2 

0 

2 

41.40 

49.75 

33708 

8'  2" 

4 

2 

3 

1 

2 

80.60 

96.85 

Each  Added  4*  Sect. 

4 

1 

1 

1 

0 

39.20 

47.10 

BASE  UNIT  CAT. 

NO.  338 

2-96" 

MONO  PIN 

LAMPS 

425 

Ma. 

INSTANT 

START 

33808 

8-  3/8" 

2 

1 

2 

0 

2 

43.70 

52.45 

33816 

16'  3/4" 

4 

2 

3 

1 

2 

85.20 

102.25 

Each  Added  8'  Sect. 

2 

1 

1 

1 

0 

41.50 

49.80 

BASE  UNIT  CAT. 

NO.  339 

4-96" 

MONO  PIN 

LAMPS 

425 

Ma. 

INSTANT 

START 

33908 

8'  3/8" 

4 

1 

2 

0 

2 

63.15 

76.00 

33916 

16'  3/4" 

8 

2 

3 

1 

2 

124.10 

149.35 

Each  Added  8*  Sect. 

4 

1 

1 

1 

0 

60.95 

73.35 
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WALL  MOUNTING  TYPE 


VISIONAIRE 


COUNTING:  Side  Wall  —  Individual  or  continuous  row. 


FINISH:  Semi-gloss  baked  enamel  —  85%  R.  F. 


Catalog  No. 

Number 

Lamps 

DIMENSIONS  (0. A.) 

Shipping 

Price  EASTERN  Zone 

Length 

Width 

Height 

Weight 

Contractor 

User 

FOR  1-20W  Bl  PIN 

LAMP 

(STARTER  REQUIRED)  -  HIGH  POWER  FACTOR 

21-L 

i 

24-3/8* 

6" 

3-3/8" 

14 

$13.40 

$16.75 

21-0 

i 

24-3/8" 

6" 

3-3/8* 

14 

12.55 

15.70 

FOR  1-25W 

Bl  PIN  LAMP  (STARTER 

REQUIRED)  -  LOW  POWER  FACTOR 

31-L 

1 

33-3/8* 

6" 

3-3/8" 

16 

11.05 

13.85 

31-0 

1 

33-3/8* 

6" 

3-3/8" 

16 

10.10 

12.60 

FOR  1-40W  Bl  PIN 

LAMP 

(STARTER  REQUIRED)  -  HIGH  POWER  FACTOR 

4  1-L 

1 

48-3/8* 

6" 

3-3/8* 

18 

15.70 

19.65 

41-0 

1 

48-3/8" 

6" 

3-3/8* 

18 

15.05 

18.85 

For  Low  Power  Factor  Ballast  in  Nos. 

21-L, 21-0,41-L, 41-0  DEDUCT 

2.80 

3.50 

For  Rapid  Start  Ballast  in 

Nos.  4 1-L 

.,  41-0 

ADD 

1.40 

1.75 

For  Trigger  Start  Ballast  i 

n  Nos.  21-L,  21-0 

DEDUCT 

1.90 

2.35 

HANGERS  for  FLUORESCENT  LUMINAIRES 


/C^\  _ 

DIMENSIONS 

Shipping 

Weight 

Price  EASTERN  Zone 

Code  No. 

APPLICATION 

Canopy 

Length 

O.A. 

Finish 

Contractor 

User 

Type  A 

Continuous  row 
installation  of 

33  Line. 

7’/jx4,/xl 

18" 

Semi¬ 
gloss 
Baked 
white  en¬ 
amel  can¬ 
opy  with 
Silclad  Stc 

2Yi 

im 

1.65 

1.95 

Type  AR 

Continuous  row 
installation  of 

33  Line. 

6"  Diam. 

X 

1H  Deep 

18" 

Semi¬ 
gloss 
Baked 
white  en¬ 
amel  can¬ 
opy  with 
Silclad 
Stem 

2Yi 

1.35 

1.70 

T ype  D- 10 

Individual  Unit 
installation  of 

Cat.  Nos.  333, 

334,  336,  337. 

15x4’4xl 

18* 

Semi¬ 
gloss 
baked 
white  en¬ 
amel  with 
Silclad 
Stem 

3  Yi 

2.25 

2.70 

CONNECTORS  for  FLUORESCENT  LUMINAIRES 


CATALOG 

NUMBERS  80,  80S,  602,  333 

ADD  TO  BASE  PRICE: 

1.25 

1.55 

CATALOG 

NUMBERS  120,  120S 

ADD  TO  BASE  PRICE: 

2.75 

3.45 

- 

CATALOG 

NUMBERS  ,160,  160S,  604,  334 

ADD  TO  BASE  PRICE: 

2.50 

3.15 

ADDITIONAL  STEM  LENGTH 

Single  Stem 

Hangers,  Type  A  and  AR 

ADD  PER  INCH: 

.04 

.05 

Twin  Stem  Hangers  on  Cat.  Nos.  602,  604,  80S, 

120S,160S  and  Type  D-10. 

ADD  PER  INCH: 

00 

o 

.10 

SPECIAL  CANOPIES 

to  COVER  SURFACE  BOXES 

Single  Stem 

—  Add  to  Type  A  Hanger 

1.25 

1.55 

Double  Stem 

—  Add  to  Type  D-10  Hanger 

1.90 

2.40 

Double  Stem 

-  Add  to  Cat.  Nos.  80S,  120S,  160S,  602,  604 

1.90 

2.40 
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SILVERED  BOWL  ADAPTOR  FIXTURES 

for  Residential  or  Commercial  Application 


Equipped  with  Medium  Base  Screw  Socket  for  use  in  porcelain  ceiling  receptacles.  ALL  UNITS  ARE  FOR  150W  silvered  bowl 
lamps  EXCEPT  NOS.  5810H  and  5760  WHICH  ARE  FOR  100W  and  60W  respectively.  STANDARD  PACKAGE:  4  units. 
SHIPPING  WEIGHT:  Average  10  lbs. 


10  Standard  Packages  (May  be  assorted)  10% 

25  Standard  Packages  (May  be  assorted)  20% 
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SKYLIKE 

ORDER  GUIDE  and  PRICE  LIST 

Skylike  50  Series— (Bui.  SK354) 

Jr.  Skylike  70  Series— (Bui.  SK354) 
Skylike  5300  Line— (Bui.  SK554) 

Silver  Spot  and  Silver  Dot— (Bui.  SK454) 

File  in  Sec.  20  of  SILVRAY-SKYLIKE 
Loose-Leaf  Manual 

EASTERN  ZONE 

JUNE  15,  1954 

Supersedes  Skylike  Price  List  of  March  15,  1953 

and 

Silver  Spot  Price  List  of  October  15,  1951 


TERMS  AND  CONDITIONS  OF  SALE 


PRICES . .  .  The  prices  shown  in  this  schedule  include  prepaid  freight 
to  destinations  within  the  delivery  zone  to  which  this  schedule  ap¬ 
plies,  and  are  subject  to  change  without  notice.  Orders  for  shipment 
to  zones  other  than  that  covered  by  this  schedule  will  be  priced  in 
accordance  with  schedules  applying  to  the  zone  of  destination. 

Prices  are  for  fixtures  only  and  do  not  include  lamps  or  fluorescent 
starters,  except  as  otherwise  specified. 

All  orders  are  subject  to  acceptance  by  the  general  office  of  the 
company. 

TAXES . .  .  Prices  shown  do  not  include  any  present  or  future  tax 
which  the  Manufacturer  may  be  required  to  pay  on  the  manufac¬ 
ture,  sale,  use  or  transportation  of  the  products  described  herein  or 
on  any  component  thereof. 


TERMS...  A  cash  discount  of  1%  will  be  allowed  on  all  invoices 
paid  within  10  days  after  invoice  date.  No  discount  is  allowed  after 
10  days  and  all  invoices  must  be  paid  within' 30  days. 

SHIPMENT  . .  .  Prices  shown  in  this  schedule  include  prepaid  freight 
on  all  shipments  of  100  lbs.  or  over  via  route  selected  by  the  Manu¬ 
facturer.  Shipments  will  be  made  by  any  route  specified  by  the  cus¬ 
tomer  provided  any  charges  for  transportation  in  excess  of  standard 
freight  rates  are  assumed  by  the  customer. 

The  responsibility  of  the  Manufacturer  ceases  on  delivery  of 
equipment  to  the  carrier.  Consignees  should  examine  all  shipments 
immediately  on  receipt  and  file  claims  for  damages  or  shortages 
with  the  transportation  company. 

MINIMUM  INVOICE  . . .  $10.00. 

Replacement  parts  are  excepted. 


BROKEN  PACKAGE  CHARGES  ...  10%  will  be  added  to  all  invoices 
for  any  quantity  less  than  a  standard  package  or  the  minimum  order 
quantity.  This  charge  will  be  waived  when  the  order  consists  of  one 
or  more  standard  packages  plus  additional  broken  packages  of  the 
same  items,  provided  the  total  value  of  the  order  exceeds  $100.00  net. 

DIRECT  SHIPMENT  CHARGE... $2  .50.  Applies  to  any  order  less  than 
$25.00  net,  regardless  of  quantity,  but  excepting  replacement  parts. 


STANDARD  PACKAGE  AND  MINIMUM  ORDER  QUANTITIES  .  .  . 

The  packaging  methods  have  been  designed  to  insure  safe  trans¬ 
portation  of  the  products  involved  and  to  provide  distributors 
^tnd  contractors  with  practical  and  convenient  quantities  in  con¬ 
tainers  suitable  for  storage  and  handling.  Departure  from  these 
standards  involves  extra  packing  and  handling  at  the  factory.  The 
standard  package  quantity  of  each  item  and  the  approximate  ship¬ 
ping  weight  for  each  item  is  shown  in  the  price  list. 

EXCHANGES  AND  RETURNS..  .  All  sales  are  final  and  equipment  is 
not  subject  to  return  except  for  one  or  more  of  the  following 
reasons: 

A.  Defective  workmanship  or  material. 

B.  Error  on  our  part  in  filling  order. 

C.  Change  in  job  construction  requiring  change  in  type  of  fix¬ 
ture  or  accessories. 

In  any  case,  request  for  return  must  be  made  within  90  days  from 
date  of  shipment  and  a  Return  Goods  Authorization  must  be  ob¬ 
tained  before  returning  equipment  to  the  factory. 

Material  which  is  accepted  for  return  in  all  cases  where  the  reason 
for  the  return  is  not  the  fault  of  the  Manufacturer,  will  be  credited 
at  the  F.  O.  B.  Factory  prices  of  the  articles  involved  less  a  15% 
service  and  restocking  charge.  If  in  the  opinion  of  the  factory,  the 
cost  of  reconditioning  would  be  excessive,  salvage  value  only  will 
be  credited. 

LIABILITY . .  .  The  Manufacturer  shall  not  be  responsible  for  ful¬ 
fillment  of  accepted  orders  when  production  of  equipment  is  delayed 
by  conditions  beyond  his  control,  such  as  strike,  riot,  war  or  an  Act 
of  God.  Similarly,  he  shall  not  be  responsible  for  fulfillment  of 
orders,  when  necessary  labor  and  materials  have  been  made  unavail¬ 
able  by  limitation  or  restriction  imposed  by  governmental  authority. 

GUARANTEE  .  .  .  Every  fixture  is  guaranteed  free  from  defects  of 
materials  or  workmanship  for  a  period  of  one  year  from  date  of  ship¬ 
ment  from  the  factory. 

The  obligation  under  this  guarantee,  which  is  the  authorized 
warranty  of  the  manufacturer  is  limited  to  repairing  or  replacing 
defective  equipment  only  after  authorization  in  writing  has  been 
obtained  from  the  general  offices  of  the  manufacturer  and  defective 
equipment  has  been  returned,  transportation  charges  prepaid,  to 
the  location  designated  in  the  return  authorization. 


FACTORY:  100  W.  Main  St.,  Bound  Brook,  N.  J. 


SKYLIKE  LIGHTING,  INC. 

A  Silvray  Associated  Company 


EXECUTIVE  OFFICE:  RKO  Bldg.,  New  York  20,  N.  Y. 


TABLE  l-A  -  SKYLIKE  24"  BASE  UNITS  AND  ACCESSORIES 

As  listed  in  Bulletin  SK354 


UNWIRED  AND  UNASSEMBLED  COMPONENTS  LISTED  UNDER  RE-EXAMINATION  SERVICE  OF  UNDER¬ 
WRITERS’  LABORATORIES,  INC.  COMPONENTS  ARE  BULK  PACKED.  SEE  SELECTOR  TABLE  2 
FOR  COMPLETE  CODE  NUMBERS  AND  COMPONENTS  FOR  VARIOUS  CEILING  CONSTRUCTIONS. 


Standard  Package 

Price  EASTERN  Zone 

CAT.  NO. 

DESCRIPTION 

Quantity 

Weight 

Contractor 

User 

50  F 

Base  Unit--Flanged  reflector  with  metal  eggcrate  louver 

4 

65# 

$13.55 

$16.95 

50 

Base  Unit--Flangeless  reflector  with  metal  eggcrate  louver 

4 

65# 

13.55 

16.95 

P50F 

Base  Unit— Flanged  reflector  with  8  plastic  panels 

4 

65# 

18.90 

23.60 

P50 

Base  Unit— Flangeless  reflector  with  8  plastic  panels 

4 

65# 

18.90 

23.60 

G50F 

Base  Unit— Flanged  reflector  with  8  glass  panels 

4 

70# 

20.35 

25.40 

G50 

Base  Unit— Flangeless  reflector  with  8  glass  panels 

4 

70# 

20.35 

25.40 

51/150 

Receptacle  Assembly  for  150W  silvered  bowl  lamp 

36 

40# 

1.25 

1.60 

5 1/200 

Receptacle  Assembly  for  200W  silvered  bowl  lamp 

36 

40# 

1.25 

1.60 

51/300 

Receptacle  Assembly  for  300W  silvered  bowl  lamp 

36 

58# 

1.85 

2.30 

51/500 

Receptacle  Assembly  for  500W  silvered  bowl  lamp 

36 

58# 

1.85 

2.30 

Skylike  Bulb  Ring  only  -  Specify  Lamp  Size 

.80 

1.00 

52 

Semi-silvered  bowl  Accessory 

12 

15# 

2.20 

2.75 

53/200 

Surface  Mounting  Frame-- 150  and  200W 

4 

58# 

6.85 

8.55 

53/300 

Surface  Mounting  Frame— 300  and  500W 

4 

62# 

7.20 

9.00 

53/2005 

Suspension  AsSembl y— frame,  twin  stem  suspension  150-200W 

1 

20# 

14.60 

18.25 

53/300S 

Suspension  Assembly— frame,  twin  stem  suspension  300-500W 

1 

21# 

14.95 

18.70 

54A 

Semi-recess  Frame— 2"  exposed  depth 

12 

30# 

4.75 

5.90 

56 

Plaster  Frame 

8 

35# 

4.45 

5.60 

57 

Bulb  Guard 

12 

15# 

3.05 

3.80 

58 

Nite  Lite  Attachment 

1 

3# 

2.75 

3.45 

59 

Reflector  Mounting  Angles  (Pair) 

12 

30# 

1.85 

2.30 

79 

Flexible  Cable  Connector--48"  Type  AF  Wire 

12 

22# 

1.00 

1.25 

TABLE  l-B  r  SKYLIKE  24  "  UNITS  -  WIRED  ASSEMBLIES  CONSISTING  OF  BASE  UNIT, 
RECEPTACLE  ASSEMBLY  AND  FLEXIBLE  CONDUIT  CONNECTOR. 
UNDERWRITERS’  LABORATORIES,  INC  RECESSED  FIXTURE  LABELS. 

As  listed  in  Bulletin  SK354 


INSTALLATION  ACCESSORIES  SUCH  AS  PLASTER  FRAMES,  SURFACE  MOUNTING 
FRAMES,  AND  MOUNTING  ANGLES  ARE  NOT  INCLUDED  IN  THE  FOLLOWING  LISTINGS: 

Ca 

FLANGED 

REFLECTOR 

1.  No. 

FLANGELESS 

REFLECTOR 

Component  Parts 

Standard 

Quantity 

Package 

Weight 

Price  EAS 
Contractor 

TERN  Zone 
User 

UNITS  WITH  METAL  EGGCRATE  LOUVER 

W50F/150 

W50F/200 

W50F/300 

W50F/500 

W50/150 

W50/200 

W50/300 

W50/500 

Base  unit  #50F  or  #50,  #51/150,  #79 

Base  unit  #50F  or  #50,  #51/200,  #79 

Base  unit  #50F  or  #50,  #51/300,  #79 

Base  unit  #50F  or  #50,  #51/500,  #79 

4 

4 

4 

4 

75 

75 

78 

78 

$17.15 

17.15 

17.75 

17.75 

$21.45 

21.45 

22.15 

22.15 

UNITS  WITH  PANELLED  DIFFUSER  AND  8  FORMED  PLASTIC  PANELS 

WP50F/150 

WP50F/200 

WP50/150 

WP 5 0/200 

Base  unit  #P50F  or  #P50,  #51/150,  #79 

Base  unit  #P50F  or  #P50,  #51/200,  #79 

4 

4 

75 

75 

22.50 

22.50 

28.10 

28.10 

UNITS  WITH  PANELLED  DIFFUSER  AND  8  PANELS  CONFIGURATED  GLASS 

WG50F/150 

WG50F/200 

WG50F/300 

WG50/150 

WG50/200 

WG50/300 

Base  unit  #G50F  or  #G50,  #51/150,  #79 

Base  unit  #G50F  or  #G50,  #51/200,  #79 

Base  unit  #G50F  or  #G50,  #51/300,  #79 

4 

4 

4 

78 

78 

80 

23.95 

23.95 

24.55 

29.90 

29.90 

30.60 

TABLE  l-C 


SKYLIKE  24"  UNITS  -  PREWIRED  ASSEMBLIES 


CONSISTING  OF  BASE  UNIT  WITH  ATTACHED  4"  SQUARE  JUNCTION  BOX,  RECEPTACLE 
ASSEMBLY  AND  WIRED  CONNECTOR  FROM  JUNCTION  BOX  TO  RECEPTACLE  TERMINAL. 
UNDERWRITERS'  LABORATORIES,  INC.  RECESSED  FIXTURE  LABEL. 

As  listed  in  Bulletin  SK354 


OLjnaBZEzaz 

msamm tf 

oTV 

INSTALLATION  ACCESSORIES  SUCH  AS  PLASTER  FRAMES, 

t 

SURFACE  MOUNTING  FRAMES, 

AND  MOUNTING  ANGLES 

i 

/ 

>1  ARE  NOT  INCLUDED  IN  THE  FOLLOWING 

LISTINGS: 

Cat 

No. 

WITH 

WITH 

Standard 

Packaae 

Price  EASTERN  Zone 

FLANGED 

FLANGELESS 

Component  Parts 

Quantity 

Weight 

Contractor 

User 

REFLECTOR 

REFLECTOR 

UNITS  WITH  METAL  EGGCRATE  LOUVER 

50F/150PW 

50/150PW 

Base  Unit  #50F  or  #50  with  attached  4" 

Junction  Box,  Receptacle  Assembly, 

and  #79  Flex  Connector,  Wired 

1 

18 

$19.65 

$24.65 

50F/200PW 

50/200PW 

II 

1 

18 

19.65 

24.65 

50F/300PW 

50/300PW 

II 

1 

18 

20.2  5 

25.35 

50F/500PW 

50/500PW 

II 

1 

18 

20.25 

25.35 

UNITS  WITH  PANELLED  DIFFUSER  AND  8  FORMED  PLASTIC  PANELS 

P50F/150PW 

P50/150PW 

Base  Unit  #P50F  or  #P50  with  attached 

4"  Junction  Box,  Receptacle  Assembly, 

and  #79  Flex  Connector,  Wired 

1 

18 

25.00 

31.30 

P50F/200PW 

P50/200PW 

II 

1 

18 

25.00 

31.30 

UNITS  WITH  PANELLED  DIFFUSER  AND  8  PANELS  CONFIGURATED 

GLASS 

G50F/150PW 

G50/150PW 

Base  Unit  #G50F  or  #G50  with  attached  4" 

Junction  Box,  Receptacle  Assembly, 

and  #79  Flex  Connector,  Wired 

1 

20 

26.45 

33.10 

G50F/2Q0PW 

G50/200PW 

II 

1 

20 

26.45 

33.10 

G50F/300PW 

G50/300PW 

II 

1 

20 

27.05 

33.80 

COMPONENTS  FOR  SKYUKE  50  and  50F  SERIES 
BASE  UNITS  WITH  METAL  EGG  CRATE  LOUVERS 
CODE  NOS.  ARE  FOR  CONVENIENCE  IN  ORDERING  •  PARTS  ARE  NOT  ASSEMBLED 


REF l ECTOR^ — -TT' - -^^^50  50F 

APPLICATION 

COMPLETE 

CODE 

NO. 

BASE 

UNIT 

Cat.  No. 

RECEPTACLE 
ASSEMBLY 
Cat.  No. 

MOUNTING 

FRAME 

Cat.  No. 

REFLECTOR 
MTG.  ANGLE 
(Pairs) 

Cat.  No.  59 

SURFACE  MOUNTING  OR 
SEMI-RECESSED  FRAME 

Recessed  in  plaster  ceil¬ 
ings  on  metal  lath. 

RP50F/150 

RP50F/200 

RP50F/300 

RP50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

56 

Semi  -  recessed  in  plaster 
ceilings  on  metal  lath. 

SP50F/150 

SP50F/200 

SP50F/300 

SP50F  500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

54A 

end 

56 

SUSPENSION 

ASSEMBLY 

53/200S~^^===*===^s*:==^i^  53/300S 

REFLECTOR  MOUNTING  ANGLES 

S  E  M 

BOWL 

ACCESSORY  BULB 

GUARD 

o  o 

52  ^57 

Q  Q 

RECEPTACLE  ASSEMBLIES 

@  © 

51/300  51/150 

51/500  51/200 

WIRING  CONNECTOR  NO.  79 

Recessed  in  acoustical  tile 

with  metal  framing. 

A,  B,  C,  D,  E,  F,  H 

J 

RA50F/150 

RA50F  7200 
RA50F/300 

RA50F500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

l 

Recessed  in  U.S.  Gypsum 

EZS  Acoustical  « 

RZ50/150 

R  Z50  /200 
RZ50  /300 

RZ50/500 

50 

50 

50 

50 

51/150 

51/200 

51/300 

51/500 

Semi-recessed  in  Dry  Ceil¬ 
ings  or  Acoustical  Ceilings 

G,  H  j 

SA50F/150 

SA50F/200 

SA50F/300 

SA50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 
51/500  ' 

54A 

Surface  mounted.  Any  type 
of  ceiling. 

SM50F/150 

SM50F/200 

SM50F/300 

SM50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

53/200 

53/200 

53/300 

53/300 

Suspended  with  special 
surface  mounting  frame 
and  twin  stem  hanger. 

SU50F/150 

SU50F/200 

SU50F/300 

SU50F/500 

50F 

50F 

50F 

50F 

51/150 

51/200 

51/300 

51/500 

53/200S 

53/200S 

53/300S 

53/300S 

Unassembled  Skylike  units  listed  under  Re-examination  Service  Underwriters  Labs.,  Inc. 


WIRED  ASSEMBLIES:  Wired  unit  assemblies  consisting  of  base  unit  receptacle  assembly  and  #79  Flex  connector  may  be  substituted  for  unwired, 
unassembled  parts  as  listed  obove.  When  furnished  in  this  manner,  units  will  carry  Recessed  Fixture  Labels  of  Underwriters'  Laboratories,  Inc. 

TO  ORDER  INSERT  PREFIX  “W"  AHEAD  OF  ABOVE  CODE  NUMBERS:  E.G.,  WRP50F/200,  WRA50F/300,  ETC. 

PRE-WIRED  ASSEMBLIES:  A  pre-wired  unit  assembly  consisting  of  a  base  unit  with  attached  4"square  junction  box,  receptacle  assembly  and 
wired  flexible  conduit  connector  to  receptacle  cover  is  available  for  installations  where  it  is  desired  to  "Feed-thru"  branch  circuit  connections.  The 
pre-wired  assembly  may  be  substituted  for  unwired,  unassembled  components  as  listed  above.  Pre-wired  assemblies  carry  Recessed  Fixture  Labels  of 
Underwriters'  Laboratories,  Inc. 

TO  ORDER  ADD  SUFFIX  "PW"  AFTER  ABOVE  CODE  NUMBERS:  E.G.,  RP50F/200  PW,  RA50F/300  PW,  ETC. 

A  -  JOHNS-MANVILLE  C  -  ARMSTRONG  CORK  E  -  FAMCO  G  -  ALUMI-COUSTIC  J  _  DRIVE-LOK 

B  -  NATIONAL  GYPSUM  D  -  POMEROY  F  -  SECURITEE  H  -  ALUMI-LOCK  K  -  U.S  GYPSUM  EZS 


SKYLIKE  COMPONENTS  PARTS  SELECTOR 

BASE  UNITS  WITH  PLASTIC  OR  GLASS  DIFFUSERS 

CODE  NOS.  ARE  FOR  CONVENIENCE  IN  ORDERING  •  PARTS  ARE  NOT  ASSEMBLED 


REFLECTOR 


50  50F 


Plastic  diffuser 


SURFACE  MOUNTING  OR 
SEMI- RECESSED  FRAME 


53/200S  53/3005 

REFLECTOR  MOUNTING  ANGLES 


SEMI-SILVERED 

BOWL 

ACCESSORY 

o 

57 


BULB 

GUARD 


RECEPTACLE 

ASSEMBLIES 


51/300 

51/500 


51/150 

51/200 


WIRING  CONNECTOR  NO.  79 


COMPLETE 

BASE 

RECEPTACLE 

MOUNTING 

REFLECTOR 
MTG.  ANGLE 
(Pairs) 

Cat.  No.  59 

APPLICATION 

CODE 

UNIT 

ASSEMBLY 

FRAME 

NO. 

Cat.  No. 

Cat.  No. 

Cat.  No. 

RPP50F/150 

P50F 

51/150 

56 

1 

Recessed  in  plaster  ceil¬ 
ings  on  metal  lath. 

RPP50F  200 

P50F 

51/200 

56 

1 

SPP50F/150 

P50F 

51/150 

56 

Semi  -  recessed  in  plaster 
ceilings  on  metal  lath. 

SPP50F/  200 

P50F 

51/200 

and 

54A 

Recessed  in  acoustical  tile 

RAP50F/150 

P50F 

51/150 

l 

ceiling  with  metal  fram¬ 
ing.  A,  B,  C,  D,  E,  F,  H 

R  A  P50F/200 

P50F 

51/200 

i 

}•  K 

Recessed  in  U.S.  Gypsum 

RZP50/150 

P50 

51/150 

EZS  Acoustical  K 

RZP50/200 

P50 

51/200 

Semi-recessed  in  Dry  Ceiling 

or  Acoustical  Ceilings 

SAP50F/150 

P50F 

51/150 

54A 

G,  H  .  J 

SAP50F/200 

P50F 

51/200 

54A 

SMP50F/150 

P50F 

51/150 

53/200 

Surface  mounted.  Any  type 
of  ceiling. 

SMP50F/200 

P50F 

51/200 

53/200 

Suspended  with  special 

SUP50F/150 

P50F 

51/150 

53/200S 

surface  mounting  frame 
and  twin  stem  hanger. 

SUP50F/200 

P50F 

51/200 

53/200S 

Unassembled  Skylike  units  listed  under  Re-examination  Service  Underwriters  Labs.,  Inc. 

WIRED  ASSEMBLIES:  Wired  unit  assemblies  consisting  of  base  unit  receptacle  assembly  and  -#79  Flex  connector  may  be  substituted  for  unwired, 
unassembled  parts  as  listed  above.  When  furnished  in  this  manner,  units  will  carry  Recessed  Fixture  Labels  of  Underwriters’  Laboratories,  Inc. 

TO  ORDER  INSERT  PREFIX  ’’W"  AHEAD  OF  ABOVE  CODE  NUMBERS:  E.G.,  WRPP50F/200,  WRAG50F/300,  ETC. 

PRE-WIRED  ASSEMBLIES:  a  pre-wired  unit  assembly  consisting  of  a  base  unit  with  attached  4"square  junction  box,  receptacle  assembly  and 
wired  flexible  conduit  connector  to  receptacle  cover  is  available  for  installations  where  it  is  desired  to  “Feed-thru"  branch  circuit  connections.  The 
pre-wired  assembly  may  be  substituted  for  unwired,  unassembled  components  os  listed  above.  Pre-wired  assemblies  carry  Recessed  Fixture  Labels  of 
Underwriters'  Laboratories,  Inc. 

TO  ORDER  ADD  SUFFIX  “PW"  AFTER  ABOVE  CODE  NUMBERS:  E.G.,  RPP50F/200  PW,  RAG50F/300  PW,  ETC. 

Units  with  plastic  diffuser  are  not  recommended  for  lamp*  in  excess  of  200  watts. 

GLASS  DIFFUSERS  —  Base  units  with  metal  diffuser  frame  and  8  panels  of  configurated  glass  using  Base  Units  Cat.  Nos.  G50F  and  G50  are 
identified  by  substitution  of  letter  ‘'G“  for  letter  “P”  in  above  code  numbers:  e.g.  RPG50F/150,  RAG50F/300,  etc.  Base  unit  will  be  Cat.  No.  G50F  or  G50. 

Units  with  glass  diffusers  are  available  for  150,  200  and  300  watt  lamps. 


A  -  JOHNS-MANVIILE 
B  -  NATIONAL  GYPSUM 


C  -  ARMSTRONG  CORK 
D  -  POMEROY 


E  -  FAMCO 
F  -  SECURITEE 


G  -  AlUMI-COUSTIC 
H  -  ALUMI-LOCK 


J  -  DRIVE-LOK 
K  -U.S. GYPSUM  EZS 


TABLE  III  -  COMPLETE  SKYLIKE  ASSEMBLIES  FOR  RECESSED,  SEMI-RECESSED 
OR  SURFACE  MOUNTED  INSTALLATION,  METAL  LOUVERED, 
PLASTIC  DIFFUSER  OR  GLASS  DIFFUSER  BASE  UNITS. 

As  listed  in  Bulletin  SK354 


PRICES  IN  THIS  TABLE  ARE  FOR  UNWIRED,  UNASSEMBLED  COMPONENTS  AS  LISTED  IN  TABLE  I. 
SEE  SKYLIKE  SELECTOR  TABLE  II  FOR  COMPONENT  PARTS  FOR  VARIOUS  TYPES  OF  INSTALLATIONS. 
LISTED  UNDER  RE-EXAMINATION  SERVICE,  UNDERWRITERS’  LABORATORIES,  INC. 


Code  No. 
Eggcrate 

Price  EASTERN  Zone 

Code  No. 
Plastic 

Price  EASTERN  Zone 

Code  No. 
Glass 

Price  EASTERN  Zone 

Louvered 

Base  Units 

Contractor 

User 

Diffuser 

Base  Units 

Contractor 

User 

Diffuser 

Base  Units 

Contractor 

User 

RP50F/150 

$19.25 

$24.15 

RPP50F/150 

$24.60 

$30.80 

RPG50F/150 

$26.05 

$32.60 

RP50F/200 

19.25 

24.15 

RPP50F/200 

24.60 

30.80 

RPG50F/200 

26.05 

32.60 

RP50F/300 

19.85 

24.85 

★ 

RPG50F/300 

26.65 

33.30 

RP50F/500 

19.85 

24.85 

i 

*  * 

SP50F/150 

24.00 

30.05 

SPP50F/150 

29.35 

36.70 

SPG50F/150 

30.80 

38.50 

SP50F/200 

24.00 

30.05 

SPP50F/200 

29.35 

36.70 

SPG50F/200 

30.80 

38.50 

SP50F/300 

24.60 

30.75 

★ 

SPG50F/300 

31.40 

39.20 

SP50F/500 

24.60 

30.75 

* 

★  ★ 

SA50F/150 

19.55 

24.45 

SAP50F/150 

24.90 

31.10 

SAG50F/150 

26.35 

32.90 

SA50F/200 

19.55 

24.45 

SAP50F/200 

24.90 

31.10 

SAG50F/200 

26.35 

32.90 

SA50F/300 

20.15 

25.15 

★ 

SAG50F/300 

26.95 

33.60 

SA50F/500 

20.15 

25.15 

★ 

★  * 

R A50F/150 

16.65 

20.85 

RAP50F/150 

22.00 

27.50 

R  AG50F/150 

23.45 

29.30 

R A50F/200 

16.65 

20.85 

R  AP50F/200 

22.00 

27.50 

R  AG50F/200 

23.45 

29.30 

R  A50F/300 

17.25 

21.55 

★ 

R  AG50F/300 

24.05 

30.00 

R A50F/500 

17.25 

21.55 

* 

★  ★ 

RZ50/150 

14.80 

18.50 

RZP50/150 

20.15 

25.15 

RZG50/150 

21.60 

26.95 

RZ50/200 

14.80 

18.50 

RZP50/2  00 

20.15 

25.15 

RZG50/200 

21.60 

26.95 

RZ50/300 

15.40 

19.25 

★ 

RZG50/300 

22.20 

27.70 

RZ5  0/500 

15.40 

19.25 

★ 

★  * 

SM50F/150 

21.65 

27.10 

SMP50F/150 

2  7.00 

33.75 

SMG50F/150 

28.45 

35.55 

SM50F/200 

21.65 

2  7.10 

SMP50F/200 

27.00 

33.75 

SMG50F/200 

28.45 

35.55 

SM50F/300 

22.60 

2  8.25 

★ 

SMG50F/300 

29.40 

36.70 

SM50F/500 

22.60 

28.25 

★ 

*★ 

SU50F/150 

29.40 

36.80 

SUP50F/150 

34.75 

43.45 

SUG50F/150 

36.20 

45.25 

SU50F/200 

29.40 

36.80 

SUP50F/200 

34.75 

43.45 

SUG50F/200 

36.20 

45.25 

SU50F/300 

30.35 

37.95 

* 

SUG50F/300 

37.15 

46.40 

SU50F/500 

30.35 

37.95 

★ 

★  ★ 

‘Units  with  Plastic  Diffusers  are  not  recommended  for  lamps  in  excess  of  200W. 
“Units  with  Glass  Diffusers  are  not  recommended  for  lamps  in  excess  of  300W. 


WIRED  Wired  assemblies  as  listed  in  Table  l-B  may  be  substituted  for  unwired  base  units- and  receptacle  assemblies 

ASSEMBLIES:  as  shown  above. 


TO  ORDER  INSERT  PREFIX  "W”  AHEAD  OF  ABOVE  CODE 


NUMBERS  AND  INCREASE  ABOVE  PRICES 


Price  EAS'  ERN  Zone 
Contractor  User 

$2.35  $2.90 


PREWIRED  Prewired  assemblies  consisting  of  base  unit,  attached  4"  square  junction  box  and  receptacle  assembly  wired  and 
ASSEMBLIES:  assembled  will  be  substituted  for  unwired  base  units  and  receptacle  assemblies  as  shown  in  TABLE  III  above. 

Price  EASTERN  Zone 


TO  ORDER  ADD  SUFFIX  “PW”  AFTER  CODE  NUMBERS 


IN  TABLE  III  AND  INCREASE  PRICE 


Contractor 


$4.85 


User 


$6.10 


TABLE  l-A  -  JR.  SKYLIKE  EQUIPMENT 

As  listed  in  Bulletin  SK354 


UNWIRED  AND  UNASSEMBLED  COMPONENTS  LISTED  UNDER  RE-EXAMINATION  SERVICE  OF  UNDERWRITERS’ 
LABORATORIES,  INC.  COMPONENTS  ARE  BULK  PACKED.  SEE  SELECTOR,  TABLE  II  FOR  COMPLETE  CODE 
NUMBERS  AND  COMPONENTS  FOR  VARIOUS  CEILING  CONSTRUCTIONS. 

CAT.  NO. 

DESCRIPTION 

Standard 

3ackage 

Price  EASTERN  Zone 

Quantity 

Weight 

Contractor 

User 

70  F 

Base  Unit— Reflector  and  Metal  Louver 

4 

25 

$7.55 

$9.45 

G70F 

Base  Unit— Reflector,  Diffusing  Glass  and  Frame 

4 

28 

9.75 

12.20 

71/100 

Receptacle  and  Cover,  100W 

36 

20 

.70 

.90 

71/150 

Receptacle  and  Cover,  150W 

36 

20 

.70 

.90 

73 

Surface  Mounting  Frame 

4 

40 

5.60 

7.00 

76 

Plaster  Frame 

4 

30 

2.40 

3.00 

J76 

Prewired  Accessory  for  Attachment  to  # 76 

4 

10 

2.30 

2.90 

79 

Flexible  Connector 

12 

22 

1.00 

1.25 

59 

Reflector  Mounting  Angles  (pair) 

12 

30 

1.85 

2.30 

TABLE  l-B  -  JR.  SKYLIKE  UNITS  -  WIRED  ASSEMBLIES 

As  listed  in  Bulletin  SK354 


CONSISTING  OF  BASE  UNIT,  RECEPTACLE  ASSEMBLY  AND  FLEXIBLE  CONDUIT 
CONNECTOR,  UNDERWRITERS’  LABORATORIES,  INC.  RECESSED  FIXTURE  LABELS. 
INSTALLATION  ACCESSORIES  SUCH  AS  PLASTER  FRAMES,  SURFACE  MOUNTING 
FRAMES  AND  MOUNTING  ANGLES  ARE  NOT  INCLUDED  IN  THE  FOLLOWING  LISTINGS: 


CAT.  NO. 

COMPONENT  PARTS 

Standard 

Quantity 

Package 

Weight 

Price  EAS 

Contractor 

TERN  Zone 

User 

W70F/100 

#70F,  #71/100,  #79 

4 

35 

$11.00 

$13.80 

W70F/150 

#70F,  #71/150,  #79 

4 

35 

11.00 

13.80 

WG70F/100 

#G70F,  #71/100,  #79 

4 

38 

13.20 

16.55 

WG70F/150 

#G70F,  #71/150,  #79 

4 

38 

13.20 

16.55 

Jr.  SKYLIKE  COMPONENTS  PARTS  SELECTOR 
BASE  UNITS  WITH  METAL  EGG  CRATE  LOUVERS  OR  GLASS  DIFFUSERS 
Complete  Code  Numbers  are  for  convenience  in  ordering  •  Parts  are  unassembled  and  unwired 


TYPE  OF 

INSTALLATION 

COMPLETE 

CODE  NO. 

BASE  UNIT 

CAT.  NO. 

RECEPTACLE 

ASSEMBLY 

CAT.  NO. 

MOUNTING 

FRAME 

CAT.  NO. 

REFLECTOR 

MOUNTING 

ANGLE  *59 

RP70F/100 

70F 

71/100 

76 

— 

Recessed  in  Plaster  ceilings  on 

RP70F/150 

70F 

71/150 

76 

— 

Wire  Lath 

RPG70F/100 

G70F 

71/100 

76 

— 

RPG70F/1 50 

G70F 

71/150 

76 

R  A70F/100 

70F 

71/100 

1  Pr. 

Recessed  in  Acoustical  ceilings 

R  A70F/1 50 

70F 

71/150 

— 

1  Pr. 

with  Mechanical  Suspension 

R  AG70F/100 

G70F 

71/100 

— 

1  Pr. 

R  AG70F/150 

G70F 

71/150 

1  Pr. 

SM70F/100 

70F 

71/100 

73 

— 

Surface  Mounted. 

SM70F/150 

70F 

71/150 

73 

“ —— 

SMG70F/100 

G70F 

71/100 

73 

SMG70F/150 

G70F 

71/150 

73 

TABLE  III -COMPLETE  JR.  SKYLIKE  ASSEMBLIES  FOR  RECESSED  OR 
SURFACE  MOUNTED  INSTALLATION  METAL  LOUVERED  OR 
GLASS  DIFFUSER  BASE  UNITS 


As  listed  in  Bulletin  SK354 


PRICES  IN  THIS  TABLE  ARE  FOR  UNWIRED,  UNASSEMBLED  COMPONENTS  AS  LISTED  IN  TABLE  1.  SEE  JR. 
SKYLIKE  SELECTOR,  TABLE  II  FOR  COMPONENT  PARTS  FOR  VARIOUS  TYPES  OF  INSTALLATION.  LISTED 
UNDER  RE-EXAMINATION  SERVICE,  UNDERWRITERS'  LABORATORIES,  INC. 

COMPLETE 

Price  EASTERN  Zone 

CODE 

TYPE  OF  BASE  UNIT 

NUMBER 

Contractor 

User 

RP70F/100 

70F  -  Eggcrate  Louver 

$10.65 

$13.35 

RP70F/150 

70F  -  Eggcrate  Louver 

10.65 

13.35 

RPG70F/100 

G70F  -  Glass  Diffuser 

12.85 

16.10 

RPG70F/150 

G70F  -  Glass  Diffuser 

12.85 

16.10 

R A70F/100 

70F  -  Eggcrate  Louver 

10.10 

12.65 

R  A70F/150 

70F  -  Eggcrate  Louver 

10.10 

12.65 

RAG70F/100 

G70F  -  Glass  Diffuser 

12.30 

15.40 

RAG70F/150 

G70F  -  Glass  Diffuser 

12.30 

15.40 

SM70F/100 

70F  -  Eggcrate  Louver 

13.85 

17.35 

SM70F/150 

70F  -  Eggcrate  Louver 

13.85 

17.35 

SMG70F/100 

G70F  -  Glass  Diffuser 

16.05 

20.10 

SMG70F/150 

G70F  -  Glass  Diffuser 

16.05 

20.10 

WIRED 

Wired  Assemblies  as  listed  in  TABLE  l-B  may  be  substituted  for 

ASSEMBLIES: 

unwired  base  units  and  receptacle  assemblies  as  shown  above. 

(RP  and  RA  Group  only) 

TO  ORDER  INSERT  PREFIX  "W”  BEFORE  ABOVE  CODE 

NUMBERS  AND  INCREASE  ABOVE  PRICES  . 

2.75 

3.45 

PREWIRED 

For  installations  where  it  is  desired  to  make  “feed  thru” 

ACCESSORY: 

connection  of  branch  circuits,  a  prewired  accessory  consisting  of 

nsj 

4"  square  junction  box,  flex  connector  and  bracket  for  attachment 

w* 

M  ■ 

to  #76  plaster  frame  is  available.  (RP  and  RA  group  only) 

2.40 

f  ' 

Cat.  No.  J-76  . 

3.00 

SKYLIKE  5300  LINE  FOR  RECESSED  INSTALLATIONS- PREWIRED  ASSEMBLIES 


As  listed  in  Bulletin  SK554 


Wired  Assemblies  consisting  of  22"  diameter  reflector,  receptacle,  receptacle  mount 
and  cover  with  5-ring  shielding  concentric  louver,  plaster  ring  and  flex  connector 
with  attached  junction  box. 


CAT.  NO. 

Silvered  Bowl 

DIMENSIONS 

Standard  Package 

Price  EASTERN  Zone 

Lamp  Size 

Diameter 

Height  O.A. 

Quantity 

Weight 

Contractor 

User 

5300/1  PW 

150W 

22-7/8" 

8- 1/8" 

1 

22 

$  20.15 

$  25.20 

5300/2  PW 

200W 

22-7/8" 

8-1/8" 

1 

22 

20.15 

25.20 

5300/3  PW 

300W 

22-7/8" 

9-3/8" 

1 

22 

20.15 

25.20 

5300/5  PW 

500W 

22-7/8” 

9-3/8" 

1 

22 

20.15 

25.20 

Wired  Assemblies  consisting  of  22"  diameter  reflector,  receptacle,  receptacle  mount  and 
cover  with  18"diameter  decorated  glass  and  support,  pi  aster  ring  and  flex  connector  with 
attached  junction  box. 


5301/1  PW 
5301/2  PW 
5301/3  PW 


150W 

22-7/8" 

7- 1/2" 

1 

24 

27.95 

35.00 

200W 

22-7/8" 

7-1/2" 

1 

24 

27.95 

35.00 

300W 

22-7/8" 

8-3/4" 

1 

24 

27.95 

35.00 

Wired  Assemblies  consisting  of  22"  diameter  reflector,  receptacle,  receptacle  mount  and 
cover  with  18"  diameter  decorated  glass,  downlite  reflector  and  louver,  plaster  ring  and 
flex  connector  with  attached  junction  box. 


5302/1  PW 

150W 

22-7/8" 

7-1/2 

5302/2  PW 

200W 

22-7/8" 

7-1/2 

5302/3  PW 

300W 

22-7/8" 

8-3/4 

5302/5  PW 

500W 

22-7/8" 

8-3/4 

II 

1 

24ft 

31.80 

39.80 

It 

1 

24ft 

31.80 

39.80 

II 

1 

24  ft 

31.80 

39.80 

II 

1 

24ft 

31.80 

39.80 

SKYLIKE  5300  LINE  FOR  RECESSED  INSTALLATION-WIRED  ASSEMBLIES 

As  listed  in  Bulletin  SK554 


CAT.  NO. 

Silvered  Bowl 

Lamp  Size 

DIMENSIONS 

Standard  Package 

Price  EASTERN  Zone 

Di  ameter 

Height  O.A. 

Quantity 

Weight 

Contractor 

User 

W 53 00/1 

150W 

22-7/8" 

8-1/8" 

1 

20 

$16.00 

$20.00 

W 5 300/2 

200W 

22-7/8" 

8-1/8" 

1 

20 

16.00 

20.00 

W 5300/3 

300W 

22-7/8" 

9-3/8" 

1 

20 

16.00 

20.00 

W 5300/5 

500W 

22-7/8" 

9-3/8" 

1 

20 

16.00 

20.00 

Wired  Assemblies  consisting  of  22"  Diameter  reflector,  receptacle,  receptacle  mount 
and  cover  with  5-ring  shielding  concentric  louver,  plaster  ring  and  flex  connector. 


Wired  Assemblies  consisting  of  22"  Diameter  reflector,  receptacle,  receptacle  mount  and  cover 
with  18"  diameter  decorated  glass  and  support,  plaster  ring  and  flex  connector. 


W 


W5301/1 

150W 

22-7/8" 

7-1/2" 

1 

22 

23.90 

29.90 

W5301/2 

200W 

22-7/8" 

7-1/2" 

1 

22 

23.90 

29.90 

W5301/3 

300W 

22-7/8" 

8-3/4" 

1 

22 

23.90 

29.90 

Wired  Assemblies  consisting  of  22"  Diameter  reflector,  receptacle,  receptacle  mount  and  cover  with 
18"  diameter  decorated  glass,  downlite  reflector  and  louver,  plaster  ring  and  flex  connector. 


W53  02/1 

150W 

22-7/8" 

7-1/2" 

1 

22  Z, 

27 .7  5 

34.70 

W5302/2 

200W 

22-7/8" 

7-1/2" 

1 

22  h 

27.75 

34.70 

W53  02/3 

300W 

22-7/8" 

8-3/4" 

1 

22Vi 

27.75 

34.70 

W5  3  02/5 

500W 

22-7/8" 

8-3/4" 

1 

22V* 

27.75 

34.70 

SKYLIKE  5300  LINE  FOR  PENDANT  MOUNTING  INSTALLATION 

As  listed  in  Bulletin  SK554 


CAT.  NO. 

Silvered  Bowl 

Lamp  Size 

DIMENSIONS 

Standard  Package 

Price  EASTERN  Zone 

Diameter 

Height  O.A. 

Quantity 

Weight 

Contractor 

User 

S5300/1 

150W 

21  Vf 

28-3/8" 

1 

20 

$17.80 

$22.25 

S5300/2 

200W 

2\Yi” 

28-3/8" 

1 

20 

17.80 

22.25 

S5300/3 

300W 

2V/1 ' 

28-3/8" 

1 

20 

17.80 

22.25 

S5300/5 

500  W 

2  V/i" 

28-3/8" 

1 

20 

17.80 

22.25 

Wired  Assemblies  consisting  of  22"  Diameter  reflector,  receptacle,  receptacle  mount 
and  cover  with  5-ring  shielding  concentric  louver  and  single  stem  hanger. 


Wired  Assemblies  consisting  of  22"  Diameter  reflector,  receptacle,  receptacle  mount  and 
cover  with  18"  diameter  decorated  glass  and  support  and  single  stem  hanger. 


S5301/1 

150W 

21  Yr 

27-3/4" 

1 

22 

23.60 

29.50 

S5301/2 

200W 

21  Hr 

27-3/4" 

1 

22 

23.60 

29.50 

S5301/3 

300W 

21tt" 

27-3/4" 

1 

22 

23.60 

29.50 

Wired  Assemblies  consisting  of  22"  Diameter  reflector,  receptacle,  receptacle  mount  and  cover 
with  18"  diameter  decorated  glass,  downlite  reflector  and  louver  and  single  stem  hanger. 


S5302/1 

150W 

2m 

27-3/8" 

1 

22  Vi 

2  7.35 

34.20 

S5302/2 

200W 

2  m 

27-3/8" 

1 

22Yi 

27.35 

34.20 

S5302/3 

300W 

21  Mr 

27-3/8" 

1 

22  Vi 

2  7.35 

34.20 

S5302/5 

500W 

2\Yf 

27-3/8" 

1 

22  Yi 

27.35 

34.20 

SILVER  SPOT  AND  SILVER  DOT  EQUIPMENT 


RECESSED  SILVER  SPOT  UNITS  INCLUDING  PLASTER  FRAME 
with  White  or  Colored  Reflectors 
As  listed  in  Bulletin  SK454 

Cat.  Nos.  100R,  lOOR/Red,  lOOR/Blue  and  lOOR/Gold  include  2  100W  A- 21 
clear  silvered  bowl  lamps. 

Cat.  No.  101 R  includes  2  100W  A-21  I.  F.  silvered  bowl  lamps. 


Catalog 

Number 

Light 

Di  stribution 

DIME  NSIONS 

Price  EASTERN  Zone 

Recess 

Depth 

Diameter 

Ceiling 

Opening 

Diameter 

of 

Flange 

Standard 

Quantity 

Package 

Weight 

Contractor 

User 

100R 

12ft°Cone 

714" 

914" 

1014" 

12 

44 

$6.95 

$8.35 

101R 

22  ft°Cone 

tl 

ll 

II 

II 

II 

6.95 

8.35 

lOOR/Red 

22ft°Cone 

it 

li 

11 

II 

II 

7.35 

9.05 

lOOR/Blue 

22ft°Cone 

it 

it 

II 

11 

II 

7.35 

9.05 

lOOR/Gold 

22ft°Cone 

n 

II 

11 

II 

II 

7.35 

9.05 

SURFACE  MOUNTED  SILVER  SPOT  UNITS  INCLUDING  SURFACE  HOUSING 

with  White  or  Colored  Reflectors 
As  listed  in  Bulletin  SK454 


Cat.  Nos.  100S,  lOOS/Red,  lOOS/Blue  and  lOOS/Gold  include  2  100W  A-21 
clear  silvered  bowl  lamps. 

Cat.  No.  101S  includes  2  100W  A-21  I.  F.  silvered  bowl  lamps. 


Cata  log 
Number 

Light 

Distribution 

DIMENSIONS 

Standard 

Quantity 

Package 

Weight 

Price  EASTERN  Zone 

Height 

O.  A. 

Di  ameter 

O.  A. 

Contractor 

User 

100S 

12'/2°Cone 

3  ft" 

10" 

12 

44 

$6.95 

$8.35 

101S 

22  ft°  Cone 

11 

ll 

II 

11 

6.95 

8.35 

101  S/Red 

22ft°Cone 

It 

II 

II 

II 

7.35 

9.05 

lOlS/Blue 

22ft°Cone 

II 

It 

II 

II 

7.35 

9.05 

101  S/Gold 

22  ft°  Cone 

II 

It 

II 

II 

7.35 

9.05 

RECESSED  SILVER  DOT  UNITS  INCLUDING  PLASTER  FRAME 

with  White  or  Colored  Reflectors 

As  listed  in  Bulletin  SK454 


.OJ 

Cat 

No.  113  is  for  200W  PS30  inside  frosted  silvered  bowl  lamp. 

LAMP  IS  NOT  INCLUDED 

Catalog 

Number 

Light 

Di  stribution 

DIMENSIONS 

Price  EASTERN  Zone 

Recess 

Depth 

Diameter 

Ceiling 

Opening 

D  i  ameter 
of 

Flange 

Standard 

Quantity 

Package 

Weight 

Contractor 

User 

110 

3  0°  C  o  ne 

7/4- 

6  Hi' 

TA" 

12 

44 

$6.95 

$8.35 

111 

50°Cone 

TA" 

6  to 

TA" 

12 

44 

6.95 

8.35 

1 10/Re  d 

50°  Cone 

7'A” 

6Hr 

TA” 

12 

44 

7.35 

9.05 

110/Blue 

50°Cone 

7/ ” 

6  Hr 

TA” 

12 

44 

7.35 

9.05 

110/Gold 

50°Cone 

TA” 

6  Hr 

714" 

12 

44 

7.35 

9.05 

113* 

65°Cone 

10 

10  Hr 

11  Yf 

4 

40 

12.30 

15.40 

‘LAMP  NOT  INCL 

.UDED 

Cot.  Nos.  110,1  10/Red,  110/Blue  and  110/Gold  include  2  100W  A-21  clear  silvered 
bowl  lamps. 


SILVER  SPOT  ADAPTORS 
with  White  or  Colored  Reflectors 

Cat.  Nos.  104,  104/Red,  104/Blue  and  104/Gold  include  2  100W  A-21  clear  silvered  bowl  lamps. 
Cat.  No.  105  includes  2  100W  A-21  I.  F.  silvered  bowl  lamps. 


Catalog 

Number 

Light 

Di  stribution 

Height 
0.  A. 

104 

12H°Cone 

5  3/8" 

105 

22tt°Cone 

5  3/8" 

104/Red 

22H°Cone 

5  3/8" 

104/Blue 

22tt°Cone 

5  3/8“ 

104/Gold 

22tt°Cone 

5  3/8" 

DIMENSIONS 


Diameter 

0.  A. 


8" 

8" 

8" 

8" 

8" 


REFLECTORS  ONLY  -  White  or  Colored  Reflectors 
For  Nos.  100R,  100R/Red,  lOOR/Blue  or  1  OOR/Gold 
For  Nos.  104,  104/Red,  104/Blue  or  104/Gold 
For  Nos.  110,  110/Red,  110/Blue  or  110/Gold 


79  Flex  Connector  -  4'  flexible  metallic  coble 

Cable  Connector  and  Type  AF  Wire 


J- 10  Prewired  Plaster  Ring  and 
Junction  Box  with  attached  flex 
connector  for  use  with  Nos. 

100R  and  10 1R 

J-ll  Same  as  above  for  Nos. 

110  and  111 

J- 13  Same  as  above  for  No.  113 

Specify  these  items  when 
ordering  Silver  Dot  or  Silver 
Spot  Units. 


Standard  Package 


Quantity 


12 

12 

12 

12 

12 


12 


12 

12 

4 


Weight 


32 

32 

32 

32 

32 


22 


36 

36 

16 


Price  EASTERN  Zone 


Contractor 


User 


$5.85 
5.85 
6.  50 
6.50 
6.50 


1.90 

1.55 

1.55 


1.00 


2.90 

2.90 

3.45 


$7.00 

7.00 

7.90 

7.90 

7.90 


23  5 
1.95 
1.95 


1.25 


3.60 

3.60 

4.30 


DELIVERY  ZONE  BOUNDARIES 


5ILVRAY  SILVERED-BOWL  INCANDESCENT  LUMINAIRES 


CONCENTRIC  RING  FIXTURE 
OF  TRANSLUCENT  PLASTIC 

For  use  with  300  and  500  Watt 

SILVERED-BOWL  LAMPS 


/ 


\ 


v/ 


Integrated  Light  Control  for 
highest  efficiency 
lowest  cost  of  light 


The  Silvered-Bowl  Lamp  is  standard  and  sold  nationally. 
Special  process  deposits  pure  silver  on  the  bowl,  then 
copper  and  a  protective  coating  of  aluminum.  The  sealed 
silver  reflecting  surface  absorbs  less  than  5%  of  bare  lamp 
emission  in  achieving  accurate  light  control. 


FLOOR  SERVICE  MAINTENANCE:  Bottom  opening  pro¬ 
vides  access  to  lamp  with  pole  type 
changers.  No  ladders  or  scaffolds  —  no 
need  to  handle  fixture  parts.  Vertical  ring 
assembly  offers  no  lodging  for  dust,  thus 
eliminating  fixture  cleaning  operations.  , 


VERTICAL 
ALIGNMENT  ON 
SLOPING  CEILINGS 


Note  that  the  concentric  ring  fixtures 
have  special  mechanical  devices  to 
permit  vertical  alignment  even  when 
hung  on  the  steep  slope  of  roof  monitors. 

PLASTIC  CONCENTRIC  RING  LUMINAIRES 
for  300  or  500W  Silvered  Bowl  Lamps 


Type  of 

DIMENSIONS 

Cat.  No. 

Suspension 

Height  O.A. 

Diam.  O.A. 

2200S 

Pendant 

30  Vs" 

20’/," 

2200C 

Ceiling 

1 4  %  " 

20  V2  " 

This  new  concentric  ring  luminaire  is  formed  from 
molded  translucent  plastic.  The  tapered  contour  of  the 
one  piece  plastic  assembly  has  been  designed  to  care¬ 
fully  control  the  brightness  on  all  external  or  visible 
portions  of  the  fixture.  The  plastic  material  is  unaffected 
by  temperature,  moisture  or  age.  It  is  guaranteed  against 
warpage,  discoloration  or  breakage  provided  it  is  in- 

BUL.  NO. 


stalled  and  used  as  intended  by  the  manufacturer. 

The  plastic  ring  assembly  is  supported  by  either  a 
pendant  or  close  ceiling  suspension  in  which  are  incor¬ 
porated  exclusive  Silvray  design  features  including 
insulating  washers,  non-twist  locking  devices  and  45° 
Univertical  aligners  on  pendant  suspensions. 

547S-17 


FACTORY:  BOUND  BROOK,  N.  J.  SILVRAY  LIGHTING,  INC.  EXECUTIVE  OFFICE:  RKO  BLDG.,  NEW  YORK 


AIA  File  3IF23 


COEFFICIENT  OF  UTILIZATION 

(Interflectance  Method)  ETL  Report  3S152S 


Room 

Index 

Ceiling  Ref.  75 

Floor  Ref.  10 

Ceiling  Ref.  50 

Floor  Ref.  10 

Ceiling  Ref.  30 
Floor  Ref.  10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

30 

10 

j 

12 

07 

04 

09 

06 

03 

04 

02 

i 

18 

12 

07 

13 

08 

05 

06 

03 

H 

23 

16 

12 

16 

12 

08 

08 

05 

G 

30 

22 

16 

20 

15 

11 

10 

07 

F 

34 

26 

20 

23 

18 

13 

11 

09 

E 

42 

33 

27 

28 

22 

18 

13 

11 

D 

47 

3? 

33 

31 

26 

23 

15 

13 

C 

52 

45 

40 

33 

29 

25 

17 

15 

B 

58 

52 

48 

37 

33 

30 

19 

17 

A 

62 

56 

52 

38 

35 

33 

20 

18 

PHOTOMETRIC  SPECIFICATIONS 


Fixtures  shall  be  designed  for  use  with  either  300W  PS-35 
or  500W  PS-40  silvered  bowl  lamps  and  shall  be  furnished  for 
either  pendant  or  close  ceiling  installation  as  required.  Fix¬ 
tures  shall  provide  a  totally  indirect  light  distribution  and  shall 
have  a  light  output  of  at  least  84.5%  in  terms  of  rated  silvered 
bowl  lamp  lumens  with  at  least  95%  of  total  fixture  output  in 
the  90°-180°  zone.  The  maximum  brightness  in  the  zone  from 
45°  to  90°  shall  not  exceed  1.6  candles  per  square  inch. 


CONSTRUCTION  SPECIFICATIONS 


The  fixture  assembly  shall  be  molded  in  one  piece  from  non-warping,  non¬ 
discoloring,  translucent,  white  plastic  material  and  shall  consist  of  three  con¬ 
centric  bands,  each  being  a  truncated  cone.  The  fixture  assembly  shall  include 
two  aluminum  baffles  or  shields  to  conceal  that  part  of  the  lamp  which  extends 
above  the  fixture.  The  assembly  of  plastic  fixture  and  baffles  shall  be  supported 
from  the  hanger  by  die  formed  steel  rods. 

Hangers  shall  be  either  pendant  or  close  ceiling  type  as  required.  Pendant 
hangers  shall  consist  of  canopy,  "Uni vertical''  45°  non-rotating  swivel  aligner, 
Vi"  seamless  steel  tubing,  husk  and  mogul  receptacle  of  black  porcelain.  Junction 
between  stem  and  husk  shall  be  provided  with  fiber  insulating  washers.  Close 
ceiling  type  suspensions  shall  consist  of  9"  diameter  flared  canopy,  husk  and 
black  porcelain  mogul  receptacle  and  shall  include  fiber  insulating  washers 
between  husk  and  canopy. 


■Ml 


SILVER-SPOT— Recessed 


EFFICIENT  ALL-PURPOSE 
SILVERED-BOWL 
INCANDESCENT 
DOWNLIGHTS 


LINE 


SILVER-DOT 


. 


SILVER  DOT  1  1  3-200W 


SKYLIKE  LIGHTING,  INC 

A  Silvray  Associated  Company 

E.  S.  BRUCE 


Bound  Brook,  New  Jersey. 


SILVER-SPOT  METHOD  CONVENTIONAL  METHOD 


The  Skylike  "Silver-Spot  Group"  includes  several  versatile 
down-lighting  devices  designed  specifically  for  use  with  100 
Watt  A-21  and  200  Watt  PS-30  silvered  bowl  lamps.  The 
characteristics  and  range  of  performance  are  indicated  by  the 
following  summary  of  the  several  types  available: 

. 

THE  SILVER-SPOT 

Concentric  louvered  unit  for  100  Watt  A-21  clear  or  inside 
frosted  silvered  bowl  lamp  providing  121/2°  or  22 V20  cone  of 
light*  respectively.  Available  for  recessed  or  surface  installa¬ 
tion.  Colored  reflectors  also  available.  SEE  PAGE  4- 


EXCLUSIVE  FEATURES  OF 
SILVER-SPOT  AND  SILVER-DOT  UNITS 

LIGHT  OUTPUT 

From  11/2  to  4  times  as  many  effective  footcandles  as  all  other 
downlights— many  of  which  require  50%  more  wattage. 


THE  SILVER-SPOT  ADAPTOR 

Similar  in  performance  to  Silver-Spot  unit  except  furnished 
with  medium  base  adaptor  receptacle  for  installation  in  porce¬ 
lain  receptacles.  Colored  reflectors  available.  SEE  PAGE  5 

THE  SILVER-DOT  (100  WATT) 

Ceiling  aperture  type  unit  for  100  Watt  A-21  clear  or  inside 
frosted  silvered  bowl  lamps  providing  30°  or  50°  cone  of  light* 
respectively.  For  recessed  installation  only.  Available  with  col¬ 
ored  reflectors.  SEE  PAGE  6 


LOW  BRIGHTNESS 


The  silvered  bowl  process  completely  shields  lamp  filament 
—louvers  or  baffles  afford  at  least  45°  shielding  of  reflectors. 

LOW  LAMP  COST 

Lamp  replacement  cost  only  40%  to  70%  of  reflectorized 
lamps  for  equivalent  burning  hours. 

EASIEST  RELAMPING 

All  Silver-Spot  and  Silver-Dot  units  may  be  relamped  with 
pole  type  lamp  changer.  No  fixture  parts  or  glassware  to  handle. 

VARIABLE  LIGHT  DISTRIBUTION 

From  12V2 0  to  65°  cone  of  light.  Substitution  of  inside 
frosted  silvered  bowl  lamp  for  clear  silvered  bowl  lamp  doubles 
spread  of  light  in  several  units,  thus  affording  two  light  patterns 
in  same  basic  unit. 

COLORED  LIGHT 

By  simple  change  of  reflectors,  blue,  gold  or  red  light  is  pro¬ 
duced.  Permanent  color-impregnated  reflectors  will  not  fade 
or  break. 

COMPACT  SIZE 

Silver-Spot  units  generally  require  less  recess  space  and  are 
more  compact  than  other  equipment  for  similar  application. 

HIGH  MAINTAINED  EFFICIENCY 

Like  all  Silvray  silvered  bowl  equipment,  the  sealed  mirror 
reflector  is  impervious  to  dust  and  corrosion  and  is  automati¬ 
cally  replaced  with  each  new  lamp. 


THE  SILVER-DOT  (200  WATT) 

Ceiling  aperture  type  unit  for  200  Watt  PS-30  inside  frosted 
silvered  bowl  lamp  to  provide  65°  cone  of  light.*  For  recessed 
installation  only.  jgg  page  7 

*These  angles  refer  to  the  angle  of  the  light  pattern  as  measured  on  the 
distribution  curve  at  approximately  one  half  the  maximum  candlepower. 

EFFICIENT  AND  PRECISE  LIGHT  CONTROL 
THROUGH  USE  OF  SILVERED  BOWL  LAMPS 

The  Table  on  the  opposite  page,  based  on  authentic  photometric 
tests,  proves  beyond  doubt  the  superior  performance  at  lower  cost 
afforded  by  units  in  the  Silver-Spot  Group.  This  is  the  result  of  the 
inherent  efficiency  and'precise  control  of  the  silvered  bowl  lamp. 
The  mirrored  silver  reflector  on  the  lamp  acts  as  a  primary  collect¬ 
ing  reflector,  redirecting  all  of  the  light  from  the  lamp  into  the 
external  reflector  which  in  turn  delivers  it  to  the  desired  areas. 
Since  the  silvered  bowl  process  is  opaque,  the  lamp  filament  is 
entirely  concealed,  thus  eliminating  all  direct  glare.  Careful  reflec¬ 
tor  and  louver  or  baffle  design  also  eliminates  any  glare  from  the 
reflector.  The  diagram  at  top  left  illustrates  this  fundamental  dif¬ 
ference  between  Silver-Spot  units  and  other  types  of  lamp  and 
reflector  combinations. 


trolled  Downlighting- diffused  or  concentrated 


IS 


A  1-2-3  PERFORMANCE  COMPARISON 


E/THIRD  LAMP  COST 

TWO/THIRDS  POWER  COST 

THREE/TIMES  LIGHT  OUTPUT 

When  compared  to  recessed  fixtures  de¬ 
signed  for  reflectorized  lamps,  the  100 
Watt  Silver-Spot  and  Silver-Dot  employ 
lamps  costing  about  Vz  as  much  for 
equal  burning  hours. 


Again,  when  compared  to  equipment 
designed  for  150  Watt  reflectorized 
lamps,  the  100  Watt  Silver-Spot  units 
require  just  Vz  as  much  power. 


From  the  Table  below,  it  will  be  noted 
that  Silver-Spot  and  Silver-Dot  units  pro¬ 
duce  up  to  3  times  as  many  footcandles 
as  do  other  downlighting  devices  with 
comparable  light  distributions. 


A  complete  comparison  of  downlighting  devices  performance  in  chart  form  will  be  supplied  on  request.  Data  below  is  taken 
from  these  comparison  charts,  which  in  turn  were  prepared  from  photometric  tests  made  by  a  reliable  commercial  laboratory. 


UNIT 

DESCRIPTION 

LAMP 

FOOTCANDLES  ON  HORIZONTAL  SURFACE  10'  FROM  UNIT 
HORIZONTAL  DISTANCE  FROM  AXIS  OF  UNIT  (FEET) 

0 

1 

2 

3 

4 

5 

6 

7 

Silver-  spot  #100R 

“A” 

100W  A21  clear 
silvered  bowl 

245 

96 

15 

Silver-spot  #101R 

“A” 

100W  A21  I.F. 
silvered  bowl 

50 

40 

22 

8 

Silver-spot  #110 

“B" 

100W  A21  clear 
silvered  bowl 

28.2 

24.6 

18.5 

10.3 

3.4 

1.1 

Silver-spot  #113 

“C” 

200W  PS-30  I.F. 
silvered  bowl 

11.6 

11.5 

10.8 

9.4 

10.3 

10.3 

8.8 

4.8 

TYPICAL  COMPARISON  UNITS-(N0T  MANUFACTURED  BY  SKYLIKE  LIGHIINt 

,  INC.)  j 

Hi-Hat  Lone. 

Louver  type  “D" 

150W  PAR  Spot 

79.7 

63 

31 

5.3 

1.8 

1.0 

Hi-Hat  Cone. 

Louver  type  “D” 

150W  PAR  Flood 

21.5 

21.2 

18.0 

11.3 

6.1 

1.9 

Hi-Hat  Cone. 

Louver  type  “D" 

150W  R  Spot 

47.8 

41 

20 

7 

3.2 

1.8 

1.2 

Hi-Hat  Cone. 

Louver  type  “D” 

150W  R  Flood 

10.2 

9.4 

7.6 

5.4 

3.7 

2.2 

1.2 

Hi-Hat  Annular 

Baffle  type  “E” 

150W  PAR  Spot 

77.7 

64 

38 

5.7 

1.0 

Hi-Hat  Annular 

Baffle  type  “E” 

150W  PAR  Flood 

22.1 

23 

20 

13 

1.4 

Hi-Hat  Annular 

Baffle  type  “E” 

150W  R  Spot 

54.1 

41.4 

18.9 

5.3 

2.4 

Hi-Hat  Annular 

Baffle  type  "E" 

150W  R  Flood 

10.6 

10 

7.9 

5.3 

2.9 

1.3 

8 1/2"  Square 
Prismatic 

Lens 

“F” 

100W  A21 

Inside 

Frost 

7.3 

7.1 

6.3 

5.0 

2.9 

1.6 

12"  Square 

Prismatic 

Lens 

“G” 

200W  PS-30 

Inside 

Frost 

9.3 

9.0 

8.7 

8.3 

7.8 

7.2 

5.9 

4.9 

13"  Diam.  louvered 
recessed  downlight 
Specular  alum, 
reflector 

“H” 

200W  PS-30  I.F. 
silvered  bowl 

11.5 

11.5 

11.5 

10.8 

7.8 

6.1 

3.8 

1.7 

SILVER-SPOT..  .  Recessed  &  Surface  Mounted 


The  Silver-Spot  is  a  general  purpose  downlight  provid¬ 
ing  a  concentrating  light  distribution.  When  used  with  a 
100W  A-21  clear  silvered  bowl  lamp,  a  I2V20  cone  of  light 
results;  when  used  with  a  100W  A-21  inside  frosted  sil¬ 
vered  bowl  lamp,  a  22 V20  cone  of  light  results.  Recessed 
units  are  furnished  complete  with  plaster  ring.  A  surface 
mounting  enclosure  is  -  \  \  *.  *.  *.  *.  * 

available  for  installation 
conditions  which  pre¬ 
clude  recessing. 

Interchangeable  color 
impregnated  aluminum 
reflectors  are  available  in 
red,  blue  and  gold  for 
colored  effects. 


FEATURES 

Relamped  from  floor  with  pole  type  lamp  changers 
Two  light  distributions  by  using  either  clear  or 
inside  frosted  silvered  bowl  lamps 
Develops  25,000  candlepower 
Interchangeable  colored  reflectors  available 
Requires  only  5*4"  recess  depth 
180°  shielding  of  filament— 45°  shielding  of  reflector 
Recessed  or  surface  mounted  installation 
Furnished  complete  with  two  lamps 
Attached  outlet  box  construction  for  feed-thru 
wiring  available. 

SPECIFICATIONS 

The  Silver-Spot  unit  consists  ot  a  one  piece  steel 
housing,  specular  aluminum  reflector,  shielding  louver, 
porcelain  receptacle,  receptacle  cover  and  plaster  ring 
(or  surface  enclosure).  The  unit  mounts  to  the  plaster 
ring  by  means  of  the  three  screws  passing  through  elon¬ 
gated  holes  in  the  wall  of  the  housing  which  permit 
leveling  of  the  unit.  Louver  and  reflector  are  easily 
removable. 


Height 

Above 

Working 

Plane 

FOOTCANDLE  TABLE 

Horizontal  Distance  from  Center 

(in  feet) 

0 

1 

2 

3 

100 

101 

100 

101 

100 

101 

100 

101 

5' 

980 

228 

66 

72 

1  1 

8' 

383 

78 

76 

56 

19 

5 

10' 

245 

50 

96 

40 

15 

22 

8 

RECESSED  UNITS  with  Plaster  Ring 

Cat.  No. 

Light  Dist. 

Diam.  of 
Opening 

Recess  Depth 

Diam. 

over  Flange 

100R 

1  2  Vi  ° 

9  1/4  " 

51/4" 

10  y4" 

1 01  R 

2  2  V2  0 

91/4" 

51/4" 

10y4" 

1 OOR/Red 

2  2  V2  0 

91/4" 

51/," 

10y4" 

lOOR/Blue 

2  2  V2  0 

91/4" 

51/4" 

IO1/4" 

lOOR/Gold 

22  y2° 

91/4" 

5  1/4  " 

IOI/4" 

SURFACE  MOUNTED  UNITS 

Cat.  No. 

Light  Dist. 

Diam. 

Overall 

Exposed 

Height 

Height 

Overall 

100S 

1 2  y2  0 

10  y4" 

3’/2" 

5  1/8  " 

101S 

2  2  y2  0 

10y4" 

31/2" 

51/3" 

1 OOS/Red 

22  ys° 

10y4" 

31/2" 

51/8" 

1  OOS/Blue 

22  y, 0 

IOI/4" 

31/2" 

5  1/8  " 

1 OOS/ Gold 

221/2° 

10y4" 

31/2" 

5  i/e  " 

J10 

Prewired  accessory  consisting  of  plaster  ring,  attached 
junction  box  and  flex  connector  for  use  with  Nos.  100R 
and  101R.  If  required,  specify  when  ordering  units. 

Finish: 

Housing  and  Flange . Silclad 

Louver  . Spekaluminite 

U.  L.  Approved.  Std.  Pkg.— 12  units 

2  —  100W  A-21  Clear  silvered  bowl  lamps  furnished  with 
Cat.  No.  1  00R,  1  OOS  and  all  color  units. 

2  — 100WA-21  Inside  frosted  silvered  bowl  lamps  fur¬ 
nished  with  Cat.  No.  101  R,  101S, 

DESIGNED  FOR  USE  WITH  SILVERED  BOWL  LAMPS 


ADAPTOR  TYPE 


The  Silver-Spot  Adaptor  is  designed  for  use  as  a  portable 
spot  or  floodlighting  device.  It  is  equipped  with  a  porcelain 
"screw-in"  adaptor  base  and  may  be  used  in  any  porcelain 
receptacle  or  with  swivel  fittings  described  below.  When  used 
with  the  100W  A-21  clear  silvered  bowl  lamp,  it  provides  a 
12y2°  cone  of  light;  with  the  100W  A-21  inside  frosted  sil¬ 
vered  bowl  lamp,  the  pattern  is  enlarged  to  a  22V20  cone.  The 
opaque  silver-mirror  process  on  the  lamp  gives  complete 
shielding  of  the  filament  and  the  concentric  louver  provides 
45°  shielding  of  the  reflector.  These  units  are  most  effective 
for  portable  service  as  glare  is  entirely  eliminated.  Interchange¬ 
able  reflectors  with  red,  blue  or  gold  impregnated  color  are 
available. 


SILVER-SPOT  ADAPTORS  WITH  SWIVELING  DEVICES 

For  display  lighting,  it  is  frequently  necessary  to  use  lighting 
units  which  may  be  aimed  to  cover  specific  areas.  While  the 
Silver-Spot  adaptor  is  not  in  itself  adjustable  as  to  direction,  it 
may  be  used  with  any  of  several  low  cost  swivel  devices  made  by 
others.  The  sketches  below  show  several  general  types  of  these 
devices  which  are  suitable  for  use  with  Silver-Spot. 


SCREW-IN 


PORTABLE  BASE 


Height 

Above 

Working 

Plane 

FOOTCANDLE  TABLE 

Horizontal  Distance  from  Center  (in  feet) 

0 

1 

2 

3 

100 

101 

100 

101 

100 

101 

100 

101 

5' 

980 

228 

66 

72 

1  1 

8' 

383 

78 

76 

56 

19 

5 

10' 

245 

50 

96 

40 

1  5 

22 

8 

EXPLODED  VIEW 
OF  COMPONENTS 


FEATURES 

Screw-in  installation  in  any  porcelain  receptacle 
no  wiring  required 

Two  light  distributions  by  using  either  clear  or 
inside  frosted  silvered  bowl  lamps 
Develops  25,000  candlepower 
Interchangeable  colored  reflectors  available 
180°  shielding  of  filament 
45°  shielding  of  reflector 
Furnished  complete  with  two  lamps 
Suitable  for  use  in  swivel  devices 

SPECIFICATIONS 

The  Silver-Spot  adaptor  consists  of  a  one  piece 
steel  housing,  specular  aluminum  reflector,  shielding 
louver  and  porcelain  adaptor  receptacle.  The  louver 
snaps  into  a  retaining  flange  in  the  housing  and  is 
easily  removed  by  a  slight  pressure  on  the  flange.  The 
reflector  is  held  in  place  by  the  louver  and  is  easily 
removed  for  cleaning  when  louver  is  removed. 


Cat. 

No. 

Light 

Dist. 

Diameter 

Overall 

Height 

Overall 

104 

1  2  V,  ° 

8" 

5  %  " 

105 

2  2  V,  0 

8" 

5%" 

104/Red 

22  V,0 

8" 

5%" 

104/Blue 

2  2  y, 0 

8" 

5  3/e  " 

104/Gold 

2  2  V,  0 

8" 

5  V*" 

Housing  and 

Finish: 

Louver  . 

U.  L.  Approved.  Stc 
2—1  00W  A-2  1  Clear  silvered 
Cat.  No.  104 

2  —  1  00W  A-2 1  Inside  frosted 
nished  with  Ca 

Flange . Silclad 

.  Pkg.-l  2units 
do wl  lamps  furnished  with 
and  all  color  units, 
silvered  bowl  lamps  fur- 
t.  No.  105 

DESIGNED  FOR  USE  WITH  SILVERED  BOWL  LAMPS 


THE  SILVER-DOT  113 ...  for  general  or  accent  lighting 


The  newest  of  the  Silver-Dot  family  is  the  #113  designed  for  use 
with  200W  inside  frosted  silvered  bowl  lamps.  The  increased  ca¬ 
pacity  afforded  by  the  larger  lamp  and  the  precise  65°  cone  of  light 
provided  by  the  reflector,  make  this  unit  an  excellent  general  pur¬ 
pose  lighting  element. 

Light  from  the  lamp  is  carefully  focused  through  the  6"  diameter 
ceiling  aperture,  which  is  designed  to  provide  45°  shielding  of  the 
reflector.  The  opening  is  large  enough  to  permit  the  use  of  pole  type 
lamp  changer  for  the  relamping  operation. 

For  general  illumination  the  distance  between  units  should  not 
exceed  the  vertical  distance  from  the  surface  to  be  lighted.  Under 
these  conditions,  uniform  illumination  will  result. 

SPECIFICATIONS 

Silver-Dot  #113  consists  of  one-piece  steel  housing,  a  specular 
aluminum  reflector,  a  medium  base  receptacle,  receptacle  cover  and 
ceiling  plate.  Slotted  holes  are  provided  in  wall  of  housing  to  receive 
mounting  screws  which  are  secured  to  the  plaster  ring.  These  screws 
provide  leveling  adjustment  of  the  unit. 


COEFFICIENT  OF  UTILIZATION 

( Interflectance  Method) 


Room 

Index 

Ceiling  Ref.  80 
Floor  Ref.  10 

Ceiling  Ref.  70 
Floor  Ref.  10 

Ceiling  Ref.  50 
Floor  Ref.  10 

Wall  Ref. 

Wall  Ref. 

Wall  Ref. 

50 

30 

10 

50 

30 

10 

50 

30 

10 

J 

36 

34 

32 

36 

33 

32 

35 

33 

32 

1 

41 

39 

37 

41 

39 

37 

40 

38 

37 

H 

44 

42 

40 

44 

42 

40 

43 

41 

40 

G 

47 

44 

43 

46 

44 

43 

46 

44 

43 

F 

48 

46 

45 

48 

46 

45 

47 

45 

44 

E 

51 

49 

47 

50 

48 

47 

49 

48 

47 

D 

52 

50 

49 

51 

50 

49 

50 

49 

48 

C 

53 

51 

50 

52 

51 

50 

51 

50 

49 

0 

54 

53 

52 

53 

52 

52 

y 

£J 

A 

54 

53 

53 

54 

53 

52 

53 

52 

51 

FEATURES 

65°  Light  Cone 

Floor  service  relamping  with  vacuum  type  lamp 
changers 

180°  Shielding  of  filament 
45°  Shielding  of  housing 
Furnished  complete  with  plaster  ring 
Prewired  junction  box  accessory  available 


PREWIRED  JUNCTION  BOX  ACCESSORY 
for  feed-thru  connections 

Where  required  or  permitted  by  local  electrical  in¬ 
spection  authorities,  a  prewired  accessory  consisting  of 
plaster  ring,  4"  square  junction  box  and  flexible  cable 
connection  with  Type  AF  wire  may  be  substituted  for 
the  standard  plaster  ring.  The  use  of  this  accessory  per¬ 
mits  feed-thru  branch  circuit  connections.  Connections 
in  the  junction  box  may  be  inspected  after  installation 
by  dismounting  the  fixture  housing. 


Height  Above 
Working  Plane 

FOOTCANDLE  TABLE 

Horizontal  Distance  from  Center 
(in  feet) 

of  Unit 

0 

1 

2 

3 

4 

5 

6 

7 

5' 

46.4 

44.2 

42.5 

34.6 

7.6 

8' 

1  8.1 

1  8.0 

15.7 

16.4 

17.2 

13.2 

5.3 

1.6 

10' 

11. 6 

1  1.5 

10.8 

9.4 

10.3 

10.3 

8.8 

4.8 

Cat.  No. 

Light 

Dist. 

Diam.  of 
Ceiling  Opening 

Recess 

Depth 

Diam.  over 
Face  Plate 

113 

65° 

10%" 

10%" 

11%" 

J-l  3 

Prewired  accessory  consisting  of  plaster  ring, 
attached  junction  box  and  flex  connector.  If 
required  specify  when  ordering  unit. 

FINISH:  Housing . Light  Gray  Enamel 

Face  Plate . Matte  White  Enamel 

U.  L.  Approved.  Std.  Pkg.— 4  units 

LAMPS  ARE  NOT  INCLUDED  WITH  #113 


SILVER-DOT. . .  for  Pinpoint  Lighting 

The  100W  Silver-Dot  is  widely  applicable  to  both  commercial  and 
residential  interiors  for  either  general  or  supplementary  lighting.  The 
precise  definition  of  the  beam  pattern  and  the  low  brightness  of  the 
unit  itself  make  it  particularly  effective  when  the  lighting  equipment 
must  be  concealed.  By  the  simple  process  of  changing  from  the  100W 
A-21  clear  silvered  bowl  lamp  to  the  100W  A-21  inside  frosted  sil¬ 
vered  bowl  lamp,  the  light  distribution  pattern  is  changed  from  a 
30°  to  50°  cone.  The  ceiling  aperture  through  which  the  light  passes 
is  4"  in  diameter  and  large  enough  to  allow  the  use  of  vacuum  type 
lamp  changers  for  floor  service  relamping.  Interchangeable  color 
impregnated  reflectors  are  available  for  color  effects. 

SPECIFICATIONS 

The  Silver-Dot  unit  consists  of  a  one  piece  steel  housing,  specular 
aluminum  reflector,  medium  base  porcelain  receptacle,  receptacle 
cover,  ceiling  plate  and  plaster  ring.  The  housing  is  mounted  to  the 
plaster  ring  by  means  of  three  screws  passing  through  slotted  holes 
in  the  side  wall  of  the  housing.  This  construction  permits  easy  leveling 
of  the  unit.  Aperture  in  ceiling  plate  is  4"  in  diameter. 


COEFFICIENT  OF  UTILIZATION 

( 1  nterflectance  Method) 

Ceiling  Ref.  80 

Ceiling  Ref.  70 

Ceiling  Ref.  50 
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FOOTCANDLE  TABLE 

Horizontal  Distance  from  Center  line  of  Unit  (in  feet) 

7 

0 

1 

2 

3 

4 

5 

110 

1  1  1 

1  10 

1  1  1 

110 

1  1  1 

110 

1  1  1 

1  10 

1  1  1 
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1 1 1 
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113. 

34. 

74. 

29.8 

12.8 

16.3 

2.3 

5.6 

2. 

8' 

44. 

13.2 

34.8 

12.7 

21.4 

10.2 
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4. 
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4. 
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FEATURES 

Compact  size— suitable  for  both  residential 
and  commercial  construction 
Two  light  patterns  by  change  of  lamps 
180°  Shielding  of  filament— 45°  Shielding  of  reflector 
Prewired  junction  box  accessory  available 
Floor  service  relamping  with  vacuum  type  lamp 
changers 

Interchangeable  color  impregnated  reflectors  available 
Furnished  complete  with  two  silvered  bowl  lamps 

PREWIRED  JUNCTION  BOX 
for  Feed-Thru  Connections 

Where  required  or  permitted  by  local  electrical 
inspection  authorities,  a  prewired  accessory  consisting 
of  plaster  ring  with  attached  4"  square  junction  box 
and  flexible  metallic  cable  with  Type  AF  wire  may 
be  substituted  for  the  standard  plaster  ring.  The  use 
of  this  accessory  permits  feed-thru  branch  circuit  con¬ 
nections.  By  dismounting  the  housing  from  the  plaster 
ring,  connections  in  junction  box  may  be  inspected. 


Cat.  No. 

Dimensions 

Light 

Dist. 

Recess 

Depth 

Diam.  of 
Ceiling 
Opening 

Diam.  over 
Face  Plate 

1  10 

CJ 

o 

o 

71/4" 

6  Vi " 

7  Vi  " 

1  1  1 

50° 

71/4" 

6  A" 

7  Va  " 

1  10/Red 

o 

O 

LO 

7  Va  " 

6  V2  " 

71/4" 

1  10/Blue 

Ln 

O 

o 

7  V4  " 

6  V2" 

_ 

1  10/Gold 

50° 

71/4" 

6 1/2" 

71/4 

J-l  1 

Prewired  Plaster  Ring  and  4"  square  junc¬ 
tion  box  with  flexible  metallic  cable  and 
Type  AF  wire.  If  required  specify  when 
ordering  unit. 

FINISH:  Housing . Light  Gray  Enamel 

Face  Plate . Matte  White  Enamel 

U.  L.  Approved.  Std.  Pkg.-12units 

2— I00W  A-21  Clear  silvered  bowl  lamps  furnished  with 
Cat.  No.  110  and  all  color  units. 

2  — 100WA-21  Insiae  frosted  silvered  bowl  lamps  fur- 
nished  with  Cat.  No.  Ill 


DESIGNED  FOR  USE  WITH  SILVERED  BOWL  LAMPS 


SALES  REPRESENTATIVES 


APPLETON,  WISC. 

Robert  M.  Aik 

312  Congress  St. 
Neenah,  Wise. 

BOSTON,  MASS. 

Joseph  Victor 
317  St.  Paul  Street 
Brookline  46,  Mass. 

BOUND  BROOK,  N.  J. 

William  F.  Mingle 
Silvray  Lighting,  Inc. 
100  West  Main  St. 
Bound  Brook,  N.  J. 

BUFFALO,  N.Y. 

Paul  E.  Bowers 
384  Stillwell  Ave. 
Kenmore,  N.  Y. 


CHARLOTTE,  N.  C. 

The  Gordon  Wells  Co. 

219  Builders  Building 
Charlotte  2,  N.  C. 

CINCINNATI,  OHIO 

Lou  Volk  Sales,  Inc. 

2430  Central  Pkwy. 
Cincinnati  14,  Ohio 

CLEVELAND,  OHIO 

The  Artopoeus  Sales  Company 

John  E.  Artopoeus 
26820  Bruce  Road 
Bay  Village,  Ohio 

DALLAS,  TEXAS 

Galvin  Sales  Company 
D.  M.  Galvin 
311  Wilson  Bldg. 

Dallas  1,  Texas 


DETROIT,  MICHIGAN 

W.  W.  Peterson 
681  W.  Breckenridge 
Ferndale  20,  Michigan 

Arth  ur  R.  Keeler 
390  Highland 
Highland  Park,  Mich. 

HAWTHORNE,  N.  J. 

William  May 
41  Rea  Ave. 

Hawthorne,  N.  J. 

HOUSTON,  TEXAS 

J.  E.  Comer 
(D.  M.  Galvin  Co.) 

4101  Osby  Drive 
Houston,  Texas 

KANSAS  CITY,  MISSOURI 

Robert  F.  Anderson 
4908  W.  72nd  St. 

Kansas  City  15,  Mo. 

LOS  ANGELES,  CALIF. 

H.  X.  Sheeter 

406  So.  Main  Street 

Los  Angeles  12,  Calif. 

MIAMI,  FLORIDA 

J.  E.  Whitfield 
10643  NE  11th  Ave. 

Miami  Shores,  Florida 

MILWAUKEE,  WISC. 

Earl  H.  Aik 

5816  W.  Washington  Blvd. 
Milwaukee,  Wise. 

MINNEAPOLIS,  MINN. 

G.  M.  Felland 
4300  Cedarwood  Road 
Minneapolis  5,  Minn. 


NEW  YORK,  N.Y. 

E.  S.  Bruce 

N.  J.  Silver 

J.  E,  Watkins 

Room  2411 — RKO  Bldg. 

Radio  City,  N.  Y. 

OMAHA,  NEBRASKA 

G.  C.  Saffer 
1201  So.  91st  Ave. 
Omaha  11,  Nebraska 

PHILADELPHIA,  PA. 

Walter  M.  Wyman,  Jr. 
1346  Chestnut  St. 
Philadelphia,  Pa. 

PITTSBURGH,  PA. 

J.  A.  Witter 
4024  Dowling  St. 
Pittsburgh  21,  Pa. 

RICHMOND,  VA. 

Earl  V.  Dagenhardt 
(  The  Gordon  Wells  Co.) 
4000  Maury  St. 
Richmond  24,  Va. 

ST.  LOUIS,  MO. 

Harris-Hanson  Co. 

C.  C.  Koerner 
E.  D.  Banholzer 
5506  S.  Kingshighway 
St.  Louis  9,  Mo. 

SCHENECTADY,  N.  Y. 

Edward  D.  Barry 
1005  Union  St. 
Schenectady,  N.  Y. 

SEATTLE,  WASH. 

B.  T.  Heinz 
Dexter  Horton  Bldg. 
Seattle  4,  Wash. 

SYRACUSE,  N.  Y. 

James  W.  Surtees 
96  South  St. 

Auburn,  N.  Y. 


DECATUR,  GEORGIA 

A.  G.  Walker 
319  Mimosa  Drive 
Decatur,  Georgia 


MOUNT  DORA,  FLORIDA 

K.  H.  Hill,  Jr. 

Box  217 

Mount  Dora,  Florida 


TOLEDO,  OHIO 

T.  W.  Smith 

(The  Artopoeus  Sales  Co.) 
1627  Crestwood 
Toledo,  Ohio 


Factory:  Bound  Brook,  N.J.  SKYLIKE  LIGHTING,  INC. 

A  Silvray  Associated  Company 


Office:  R.K.O.  Bldg.,  N.Y 
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